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ENSURE ALIGNMENT OF THE
FLAT EDGE OF THE LOCKING PLATE (a),

BATTERY (b), AND DIMPLE (c).

TWIST KNOB TO
TIGHTEN THE COVER

1
PROPERLY POSITION SEAL

AROUND COVER TO PREVENT
WATER FROM ENTERING

THE KNOB
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GENTLY PULL SHACKLE
UNTIL SEAL IS CORRECTLY

LOCATED
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CARD MUST BE WITHIN

4CM FROM BASE OF PADLOCK
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PUSH IN TAB
TO RELEASE BASE

4
REMOVE

BATTERY TAB

CLICK
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WAIT 2-3 SECONDS...

OPEN
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PUSH IN TAB
TO RELEASE BASE
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LIFT UP SEAL TO
ACCESS LOCKING

PLATE

TWIST TO
REMOVE COVER
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SLIDE PADLOCK
OUT OF JACKET

GENTLY PULL SHACKLE
UNTIL SEAL IS CORRECTLY

LOCATED







SLIDE PADLOCK
OUT OF JACKET

0% 100%



ATTENTION:
ALWAYS KEEP PADLOCK UPRIGHT DURING USE

WHEN IN USE, ALLOW SHACKLE CLEARANCE OF
AT LEAST 20mm FOR BATTERY CHANGE ACCESS

BATTERY
CHANGE
ACCESS

SLIDE DOWN

ALLOW 20mm
CLEARANCE
WHEN IN USE







