
The Barrel Blazer Heating System is a uniquely 
designed drum heater for spray on foam insula-
tion and polyurea coatings. These ultra 
efficient, cost effective heaters pre-warm and 
maintain ideal processing temperatures and 
viscosities, allowing spray foam and polyurea 
materials to be installed to manufacturer’s 
precise specifications. As an essential part of 
your polyurea and spray-foam equipment, the 
Barrel Blazer will provide the added control 
ensuring installation quality and can effectively 
extend the construction season when ambient 
conditions are less than ideal. 

BARREL BLAZER®DRUM HEATER



CHARACTERISTICS :
Efficient consistent heating up to 4 heaters on a 
20 amp breaker.
Fully serviceable, rugged non-corrosive aluminum 
design provides lasting performance.
Dual element heating for reliable, fast-warming 
when time is critical.
Modular or bolt down mounting, easily installed 
in-plant, on-the-job or in your mobile polyurea or 
spray foam rig.
Low profile for compatibility with existing drum 
racks.
Safely secure drums during transport with the 
optional Barrel Brace.
UL recognized and CSA certified components.

“I operate a spray foam business in Oklahoma 

and purchased four of the Barrel Blazers® 

approximately three years ago. They work 

great. I usually load the night before a job and 

turn them on low all night. My materials are 

heated and ready to spray the next morning. I 

have had occasions where they weren’t 

heated quite enough,  so we switch them on 

high when we arrive at the job site. The jackets 

have also made a huge difference by holding 

the temps of the drums. Well worth the cost on 

both of these items.” 

Kenneth P., K&J Spray Foam

4211 Karg Industrial Pkwy, Kent, Ohio 44240
P: 330-587-4141  
www.SprayWorksEquipment.com
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Heating Performance with Barrel Blazer®

In-container temperature bottom In-container temperature top Ambient air temperature Processing Temperature

Test: 23" x 35" steel drum; 500 lbs 
liquid with a speci�c gravity of  1.22  

Switch from high to low settingInitial high setting


