
 

Installation Instructions 
PANEL GLIDE BLINDS (BOTTOM BAR ATTACHMENT) 
The bottom bar of panels may come as a separate item, to prevent marking the panel fabric as the fabric panels are rolled for packaging/transit. 
Use the below instructions to attach the bottom bar to the panels as a final step after installing your Panel Glide Blinds. 

 

Tools Required 
Rubber Mallet (or similar) 
 

Pre-requisites 
Install the track and panels using the installation instructions for Panel Glide Blinds. Ensure all panels are 
hanging vertically from the track. 
 

Bottom Bar Parts 
You would have received a bottom bar, 2 x end caps, weights (optional) per panel. 

 
Instructions 
Separate all bottom bar parts as above for each panel and keep them on a clean surface. Repeat the 
following steps for each panel. 

1. Insert 1 x end cap at one end of the bottom bar. Use a soft mallet (or similar) to push the end cap 
completely in the bottom bar. 
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2. The bottom of panel fabric will have a plastic strip attached to panel fabric. Gently insert the 
plastic strip (from other end of the bottom bar to the one with end cap installed) on the bottom 
bar channel to secure the panel to bottom bar. 

 
3. Insert the weights in the bottom bar (optional). The weighted bottom bar pulls panel fabric 

downwards and assist with keeping the panel fabric straight. 

 
4. Place the 2nd end cap on the bottom bar. 

 

Thank you for your purchase. We hope our product meet your expectations.  
If you have any questions or concerns, please email us at contactus@foreverblinds.com.au 
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