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Product Introduction

BEV LFP 100Ah 1C/1C

145Wh/Kg

48*174%133

Item Specification
Size 48.0mm x 174mm x 127mm
Weight Max. 2350 g
Min capacity 100Ah (1C) @ 25°C
Min Energy 320 Wh (1C) @ 25°C
SOC Window 0~100%
POLE Weld

Max Voltage 365V
Voltage Platform Voltage 3.20V

‘Min Voltage 250V
Energy density Weight energy densi'ty 145Wh/kg

Volume energy density 300Wh/L

Charge 0-55°C
Temperature condition Discharge -20-55°C

Storage -20-55°C
Self-discharge 50% SOC, 25°C, 1month =3.5%

; 1C/1C, 80% DOD 25°C 3500 cycles

Cycle life X

1C/1C, 80% DOD 45°C 1800 cycles
Calendar life SOC50%, 25°C On going (10 Years)
Safety test Over-charge,Over-discharge, GB/T 31485-2015

Short Circuit,Squeeze,Hot box




Charge-Discharge Curve
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Multiplier performance test
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High and low temperature performance test
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Capacity state%

Cycle Life Test

25°C Different Ratio Cycle
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Storage Performance Test

Capacity /Ah

Capacity Retention and Recovery at 25 CFull Charge/Ah
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