
      Musicians’ Smartphone Mic 

Frequency response: 40 Hz to 18 kHz +/- 2 dB
Sensitivity: -46 dBV/Pa
Polar pattern: Omnidirectional
Transducer type: Electret condenser
Impedance: 600 ohms
Signal-to-noise ratio: 67 dB at 94 dB SPL, A-weighted. Noise is inaudi-
ble in normal use.
Maximum  SPL for 3% THD: 120 dB SPL,
Cable: With the included 6-foot extension cable, the total cable length 
is 16 feet. The cable is 2-conductor shielded, unbalanced, with a 3.5mm 
TRRS connector. It mates with a Smartphone headphone jack or 
Lightning-to-3.5mm headphone jack adapter.
Finish: Black mic and black TRRS plug
Net weight: 2.2 ounces including the extension cable
Dimensions: Mic 0.540” long x 0.325” diameter

Designed for acoustic musicians, the Musicians’ Smartphone Mic (MSM) 
is a tiny, studio-quality microphone with a 16-foot cable. The cable is 
wired to a TRRS plug which connects to a Smartphone’s headphone 
jack or to a Lightning-to-3.5mm headphone-jack adapter supplied with 
recent iPhones. 

The MSM  provides a clearer, more close-up sound than the mic built 
into the Smartphone. Here’s how: When you make a video of a band, 
the Smartphone must be far from the band to capture everybody in the 
camera view. But then the mic built into the Smartphone also must be far 
from the band, resulting in a distant, muddy sound.

If you place the MSM about 2 feet from the band, the mic picks up a 
close, clear sound. That sound is recorded when you shoot a video or 
stream a video with your Smartphone. So you can see everyone in the 
video and capture a clear, close-up sound at the same time.

SPECIFICATIONS

Figure 2. Polar Pattern

FEATURES

DESCRIPTION

Figure 1. Frequency Response
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 ■ Studio-quality sound, full range and detailed.
 ■ Provides a clearer, more closeup sound than a Smartphone’s 

built-in mic.
 ■ Reduces reverb by 10 to 16 dB compared to the mic built into a 

Smartphone.
 ■ Connects easily. The mic is powered by the Smartphone.
 ■ Made in USA, 2-year warranty, money-back guarantee.

Requirements: The MSM works with recent Smartphones and iPhones 
version 5 and up, iOS 10 and up. Apple’s Lightning-to-3.5mm head-
phone jack adapter is needed with iPhones that lack a headphone jack.
 
Distortion notes: The MSM will not audibly distort with SPLs under 120 
dB. However, the iPhone video app causes distortion in the iPhone with 
SPLs exceeding 98 dB SPL. iPhone audio recording apps let you record 
loud bands without distortion.



 WARRANTY

 SERVICE

The Bartlett Musicians’ Smartphone Mic is guaranteed not to malfunction 
for a period of two years from the date of first purchase (except in cases 
of abuse, such as standing on the mic). Mic cables and paint finish are 
excluded from this warranty.

For tech support email bruce@bartlettmics.com.
If the microphone does not operate correctly, first check its cable and 
other connected cables. Repair or replace them if necessary. Make sure 
that the TRRS plugs are fully inserted.
If the microphone still fails to operate, obtain a return authorization 
number from us by emailing info@bartlettaudio.com. Then return the 
mic in its original packaging to Bartlett Audio. Please include proof of 
purchase and a note about the problem. 
If the microphone’s specifications change, any changes will appear in 
the latest data sheet available online at www.bartlettaudio.com.  
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 OPERATION

See the Musician’s Smartphone Mic Quickstart Guide, available at  
www.bartlettaudio.com on the MSM page. 


