
Wireless-ready Fiddle Mic: Clip-On Mic for Fiddle

 ■ Natural sound -- much better than a pickup
 ■ Tone quality is specially voiced for close-miking a fiddle
 ■ Feedback-resistant
 ■ Soft housing will not scratch your instrument
 ■ Less clutter on stage
 ■ Consistent sound from gig to gig
 ■ Freedom of movement
 ■ No heavy mic stands to carry
 ■ Made in USA
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The Bartlett Wireless-ready Fiddle Mic is a professional quality, mini-
ature microphone that attaches to a fiddle or violin for sound reinforce-
ment. Specially voiced  to sound best on a fiddle, the mic provides a 
warm, natural sound. It was designed with input from several prominent 
fiddle players. This microphone is recommended for soloists, duos or 
acoustic groups without drums or electric instruments.

A fiddle tends to sound too bright or edgy when miked up close. The 
high-frequency response (treble) of the Wireless-ready Fiddle Mic is 
rolled off to compensate, resulting in a smooth, warm sound. 

From the mic, a 4-foot cable connects to a beltpack wireless transmitter 
(sold separately). At the receiver, you plug in the supplied Bartlett EQ 
module, which tailors the tone and reduces feedback.

The Wireless-ready Fiddle Mic is designed for use with the Shure 
GLXD1 digital transmitter and GLXD4 receiver ($448 total), or GLXD16 
system, sold separately. You can order the Wireless-ready Fiddle Mic 
from bartlettaudio.com, and order the Shure products from another 
vendor, such as bhphotovideo.com.

The Wireless-ready Fiddle Mic also works with the $299 Shure  BLX14/
CVL, which is UHF insead of digital.

Type: Miniature omnidirectional condenser instrument microphone.
Transducer: Electret condenser. 
Frequency response: 200 Hz to 20 kHz. See Figure 1.
Polar pattern: Omnidirectional. See Figure 2.
Impedance: 2400 ohms. Recommended load impedance >24K ohms.
Sensitivity: 26.6 mV/Pa (-32 dBV/Pa). 1 Pa = 94 dB SPL.
Signal-to-noise ratio: >64 dB at 94 dB SPL. Noise is inaudible in 
normal use.
Maximum SPL: 134 dB SPL produces 3% THD. The mic will not audi-
bly distort in normal use.       Continued on other side...

MICROPHONE SPECIFICATIONS

Figure 1. Microphone frequency response with EQ module

Figure 2. Polar pattern
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1. Put a fully-charged battery in the transmitter. Plug the mic into the 
transmitter.  Clip the transmitter to your belt or pocket.

2. Plug the EQ module’s phone plug into the receiver output. Connect 
the EQ module’s XLR connector to a sound-system mic input. Turn on 
the transmitter and receiver. Turn on phantom power at the sound 
system’s mixer, and turn up the mic channel’s fader. 
 
3. Play loudly. If the overload indicator flashes in the receiver, turn down 
the gain in the receiver to the point where overload stops.

 WARRANTY

 SERVICE

The Bartlett Wireless-ready Fiddle Mic is guaranteed not to malfunction 
(except in cases of abuse) for a period of two years from the date of first 
purchase. Mic cables, paint finish, transmitter and receiver are excluded 
from this warranty.

For tech support email info@bartlettaudio.com.
If the microphone does not operate correctly, first check its cable and 
other connected cables. Repair or replace them if necessary. Make sure 
that phantom power is turned on and that the microphone’s fader is up in 
the mixer. 
If the microphone still fails to operate, obtain a return authorization 
number from us by emailing info@bartlettaudio.com. Then return the mic 
and its cable in its original packaging to Bartlett Audio. Please include 
proof of purchase and a note about the problem. If the transmitter or 
receiver has a problem, contact shure.com or the vendor.

  
 

Cable: Mic: 50-inch cable with TA4F connector. EQ module: 3-foot cable 
with XLR connector and 1/4-inch mono phone plug.
Operating voltage (EQ module): 12–48V phantom power.
Current draw (EQ module): 4.5 mA.
Materials: Rugged brass EQ module.
Finish: Black mic, silver EQ module.
Net weight: 2.8 oz (79 g).
Dimensions: EQ module 2.460” long x 0.747” diameter, mic 0.540” long 
x 0.325” diameter. 
Supplied Accessories: Two foam microphone mounts (one spare).

 OPERATION

1. Supplied with the Wireless-ready Fiddle Mic is a foam mount about 1 
inch behind the mic. A spare foam mount is included.

2. Stuff the foam under the end of the tailpiece, with the mic cable closer 
to the tailpiece than to the fiddle body. The soft foam will not damp the 
fiddle’s sound. 

For a warm sound, angle the mic and foam toward the bass f-hole, and 
place the mic near the f-hole but not over it (see top photo at right). For a 
bright sound, angle the mic and foam straight ahead so the mic is behind 
the bridge (see bottom photo at right). 

3. Wrap the mic cable around the chin rest to prevent pulling the mic off.

Miking over or near the f-hole gives a warmer sound. Cau-
tion: mic placement over the f-hole may result in feedback. 

Miking behind the bridge gives a brighter sound: 

MOUNTING THE FIDDLE MIC ON YOUR INSTRUMENT
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If the microphone’s specifications change, any changes will appear in 
the latest data sheet available online at www.bartlettaudio.com.


