
Characteristics:
Usage: Upholstery, Indoor, Outdoor, Cruise IMO

Collection: Power Vinyl

Content: Vinyl/Urethane Topcoat

Construction: Faux Leather

Width: 140cm

Weight: 700 gr/m² ± 5%

Backing: 100% VIS

Country of Origin: Turkiye

Performance:
Durability: 300,000 DRubs

Lightfastness: ≥ 6/7 BW ISO 105B02

Colorfastness: ≥ 5GS
UV Resistance (1000Hours) ≥ 6/7BW

Finish: No Finish

Antibacterial: ISO 22916

Antimicrobial: AATCC 147

© Andriali 2023 Antifungal: ASTM G21 Standard Practice
Cleaning
Wipe with a damp cloth using soap and water or 
use proprietary upholstery shampoo. Bleach Cleanable: ISO 105 E03 color change 4

For deeper cleaning use bleach or alcohol. Waterproof: BS 3424 Part 26 > 1 meter

Cold Crack: -23°C
Bleach Cleanable
ISO 105 E03 color change 4 for dilution factor 1:4 Flammability:
chlorine solution  (Grey Scale ) ≥4 BS5852 Part1 Ignition Source 0.1

EN1021 Part1 & Part2
Sustainablity BS7176 Low Hazzard

STANDARD 100 by OEKO-TEX® BS5852 Part1 Ignition Source 5

Annex 4 product class IV Edition BS7176 Medium Hazzard

NSO-NAP 7:2018 Vegan & Vegetarian Standard DIN4102 B2

FRENCH NF P 92 503 (M2)

Notes: UNI9175 Class E1 IM
IMO FTP Code Annex1 Part5 & Part8
ECE R118 Annex 6-7-8
US: CAL TB 117-2013-Section E
US: FAR 25/853

AT: ÖNORM B3825 Gruppe 1

AT ÖNORM A3800 Teil1

FMVSS 302 (FR Standard of Motor Vehicles)

 WESTERN FR5 - 001 Pristine

Urea Resistance: BS 3424 Part 19 No 
significant deterioration after 24 hours
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