
Anka  VN 1572-1

@andrialicontract

Collection.............................................

Content................................................

Construction........................................

Width....................................................

Weight..................................................

Country Of Origin..............................

Vertical Pattern Repeat...................

Horizontal Pattern Repeat................

Martindale............................................

Lightfastness.......................................

Colour Fastness to Rubbing :Wet.... 

Colour Fastness to Rubbing :Dry.....

Colour Fastness to Sea Water.........

Oil Repellancy.....................................

Seam Slippage....................................

Fire Retardancy....................................

Victoria

100 % IFR Polyester

Wowen-Velvet

140 cm

530 gr

Türkiye

N/A

N/A

110,000

3-4 BS EN ISO 105-B02:2014

4/5 BS EN ISO 105-X12:2016

4/5 BS EN ISO 105-X12:2016

4-5 BS EN  ISO 105-E02:2012

5.5 BS EN ISO 14419: 2010

Weft-2 mm  EN ISO 13936-2

Warp-2 mm  EN ISO 13936-2

IMO - FTP 2010 Part 8 USA Cal TB 117 2013 

BS 5852 2006 Ignition Source 5 EN 1021-1/2 

Dye Lots May Vary Slightly

Custom Colors Are Available 

Roll Length 25-35 Mt.

Suitable For Added Finish 
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Usage

PFAS Free (including PFOA & PFOS Free)

BPA,TRIS Free

PVC Free

Phthalate Free

Lead Free

Heavy Metal Free

Antimony Free

Does Not Contain Conflict Materials

Proposition 65 Compliant

LBC Red List Free

REACH Compliant 

Do not
bleach

Machine wash
max 30°

 Hang dry in
the shade

Iron
max 110 °

Do not
steam

Dry
clean 

Do not
tumble dry

AccessoryUpholsteryIMO


