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INSTALLATION INSTRUCTIONS
 Disconnect the four 02 sensors. Loosen the clamps on the exhaust to H-Pipe connection and, then 
unbolt and remove the H-Pipe.
 Drivers Side
1. Remove the EGR tube by loosening the nut on the manifold (make sure that the fitting in the 
manifold does not move or it may kink the EGR tube; hold the fitting in place with a stubby 1” wrench)
2. Remove the nuts attaching the exhaust manifold to the cylinder head.
3. Remove the oil dipstick.
4. Remove the exhaust manifold.
5. Use an E7 female Torx socket to remove the exhaust studs (if you do not have an E7 female torx 
socket, you can use the double-nut” method; this will take more time, but it works just as well)
6. Remove the gaskets and any gasket material or any carbon deposits that remain on the head 
surface. 
7. Remove the two small bolts attaching the coil pack bracket to the intake manifold. Remove the two 
bolts attaching the coil pack bracket to the cylinder head (One bolt has a 15mm head, the other bolt 
has a 10mm head).
8. From the top install the header using the supplied gasket, bolts &lock washers. Be sure to position 
the coil pack bracket on the outside of the header. Re-install the coil pack bracket using the original 
large bolt, and a new bolt supplied in the hardware kit (8mm x 25mm). There are two extender 
brackets for the top mounts. Re-use the original bolts at the intake side, and two new bolts and nuts 
on the bracket side.
9. Re-install the dipstick.
10. Re-install the EGR tube.
  Passenger side
1. Unbolt and remove the exhaust manifold.
2 .Use an E7 female torx socket to remove the exhaust studs (if you do not have an E7 female torx 
socket, you can use the double-nut” method; this will take more time, but it works just as well).
3. Remove the gaskets and any gasket material or any carbon deposits that remain on the head sur-
face. 
4. Remove the two small bolts attaching the coil pack bracket to the intake manifold. Remove the two 
bolts attaching the coil pack bracket to the cylinder head (One bolt has a 15mm head, the other bolt 
has a 10mm head).



5. From the top, slip header into place. Install with gasket and hardware supplied. Be sure to locate 
bracket on outside of header. Re-install the coil pack bracket using the original large bolt, and a new 
bolt supplied in the hardware kit (8mm x 25mm). There are two extender brackets for the top mounts. 
Re-use the original bolts at the intake side, and two new bolts and nuts on the bracket side.
6. Re-connect the H-pipe using bolts, washers and nuts supplied. Apply Hi Temp Sensor Safe Sili-
cone to the collector domes. Reconnect the exhaust.
7. Reconnect the 02 sensors. Reconnect the battery cable.
8. Check that all bolts are tight. Make sure that all wiring, fuel lines, transmissions lines, brake lines 
etc are clear of the headers and the exhaust and relocate as necessary.
9. Start the engine and let it warm up. Check for leaks. Shut engine off and let it cool down. Check to 
make sure all fasteners are tight.

 Parts List:
 1  Left Side Header   2 1/4 x 1” Hex Bolt
 1  Right Side Header   2 1/4 Lock Washer
 2  Header Gaskets   2 1/4 Nut
 1 6mm x 25 Hex Bolts   16 8mm x 25 Header Bolts  
 1 CARB Sticker    


