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INSTALLATION
1. From underneath the vehicle, loosen the bolts connecting the exhaust system to the exhaust 
manifolds. Move the exhaust system back about 1/2 ”to gain work space.
2. On air injected models (P/N 1619), from above, loosen the air tubes at the outside of both driver 
and passenger side manifolds.
3. Remove the Oil Dipstick. It has a separate mounting bolt on the head and uses an O-ring seal at 
the bottom.
4. On the driver’s side, remove the bolts attaching the manifold to the head and remove the manifold.
5. On the passenger side, remove the bolts attaching the manifold to the head and the manifold.
6. Remove the gaskets and any gasket material or any carbon deposits that remain on the head 
surface.

Driver’s Side Header
1. Start the air injection tube nut on the driver’s side header before you start the header bolts.
2. Slip the dipstick through the driver’s side header and into the block before bolting the header to the 
head.
3. Slip the Header Gasket between the header and the head and install using the supplied header 
bolts and lock washers. Apply Anti Seize to the bolts and tighten evenly from the center out,
Passenger Side Header
1. Start the EGR tube and the Air Injection Tube on the passenger side header before you start the 
header bolts.
2. Slip the Header Gasket between the header and the head and install using the supplied headers 
bolts and lock washers. Apply Anti Seize to the bolts and tighten evenly from the center out.
3. Apply a light coating od Sensor Safe Hi Temp Silicone on the Header collector domes and connect 
the exhaust system to the new headers using the hardware provided.
4. Check that all bolts are tight. Make sure that all wiring, fuel lines, transmissions lines, brake lines 
etc are clear of the headers and the exhaust and relocate as necessary.
5. Reconnect the negative battery cable.
6. Start the engine, check for leaks and test drive. Then let engine cool and then re-torque the header 
bolts.
7. Periodically check and retighten the header bolts.



 Parts List: 
 (1)  Driver’s Side Header Assembly  (1)  Passenger’s Side Header Assembly
 (2)  Header Flange Gaskets   (12)  8mm -1.25 x 25mm Header Bolts
 (12)  Lock Washers    (4)  7/16 -14 x 2.5 ”Collector bolts w/nuts  
 (1) CARB EO Sticker 


