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2. Start by removing the factory y-pipe. Unbolt the y-pipe from the rest of the exhaust system and 
the stock manifolds and disconnect the O2 sensors.

3. Next, If equipped, loosen the EGR tube from the driver side manifold.
4. Remove the nuts attaching the manifolds to the heads. Remove the manifolds. Remove the 

studs from the heads. 
5. Remove the dipstick by unbolting the factory bracket.
6. Using a scraper remove all carbon deposits and high spots from head surface, use care not to 

gouge the aluminum heads. 
7. Apply a small amount of anti-seize to the threads of the supplied bolts. 

Passenger Side: Slide the header into place from underneath and install using the supplied 
gasket, Header Bolts and Washers. Tighten evenly from the center out. 
Driver Side: Slide the header into pace from underneath and insert the dipstick through the 
header into its hole. Make sure it is seated well. Loosely attach the EGR tube BEFORE bolt-
ing the header to the head. Using the supplied gasket, headers bolts and washers install the 
header and tighten evenly from the center out. Tighten the EGR tube and dipstick bracket.

8. Apply a small amount of Hi-temp RTV (sensor safe) around the exhaust pipe flares. Reinstall 
the factory y-pipe using the supplied hardware. Then reconnect the O2 sensors.

9. Recheck everything. Make sure there is adequate clearance on all lines (vacuum, brake, A/C, 
fuel)

11. Reconnect the battery cables.
12. Start the engine, check for leaks and test drive.  Then let engine cool and then re-torque the 

header bolts.  
13 Periodically check and retighten the header bolts. 



 Parts List: 
 (1) Driver Side Header    (1) Passenger Side Header 
 (2) Header gaskets     (4) Collector Bolts & Nuts. 
 (20) 8mm x 25mm Bolt w/ lock washers (1) CARB EO Sticker 


