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1. Disconnect all 4 O2 Sensor plugs. Removal of the air cleaner box will make it easier to remove and  
    install the drivers side.

2. Remove the bolts that attach the catalytic converter pipes to the stock manifolds.

Driver side-
3. Remove the exhaust manifold nuts and remove the exhaust manifold. Remove the 02 sensor from    
the manifold.

4. Remove the exhaust studs from the head. These are a Torx head.

5. Apply a small amount of anti seize to the O2 sensor and install in the drivers side header. Apply a 
small amount of anti seize to the supplied header bolts. We recommend that you put a bead of High 
Temp Sensor Safe Silicone around the sealing dome on the collector. Slip the header into place from 
the top using the JBA gasket, supplied header bolts and star washers. Tighten the header bolts even-
ly working from the center out.

Passenger side-
6. Remove the exhaust manifold nuts and remove the exhaust manifold. Remove the 02 sensor from 
the manifold.

7. Remove the exhaust studs from the head. These are a Torx head.

8. Apply a small amount of anti seize to the O2 sensor and install in the drivers side header. Apply a 
small amount of anti seize to the supplied header bolts. We recommend that you put a bead of High 
Temp Sensor Safe Silicone around the sealing dome on the collector. Slip the header into place from 
the top using the JBA gasket, supplied header bolts, and star washers. Tighten the header bolts 
evenly working from the center out.

9.Re-connect the cat pipes using the supplied 3/8-16 x 2.5” bolts, flat washers, locks washers and 
nuts. Plug in the 02 sensors.

10. Check to make sure that all the wiring, fuel lines, transmission cooler lines, brake lines, hoses, 
etc. are clear of the headers or any exhaust components and reroute or relocate those components 
as necessary.

11. Re connect the battery. Start the truck, check for leaks and test drive. Let the motor cool down 
and re-torque all fasteners.

12. Header bolts can become loose in normal use, periodically check and retighten as necessary.



 Parts List: 
 (1) Driver’s Side Header Assembly  (4) 3/8-16 x 2.5 ”Collector Bolts
 (1) Passenger’s Side Header Assembly  (4) 3/8-16 Nuts
 (12) 8mm Header Bolts    (4) 3/8” Lock Washers
 (12) 8mm Star Lock Washers   (4) 3/8” Flat washers
 (2) Header Gaskets     (1) Carb EO Sticker


