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Installation Instructions & Warranty Information
Chevrolet & GMC 4.3 V6

 1840S-3 1988-95, 2002-03 S-10/Sonoma 4wd  & Blazer/Jimmy 2 or 4wd
 1840S-4 1988-95, 2002-03 S-10/Sonoma 2wd

Cat4Ward® Headers



1. Begin with the driver’s side. (It is the more difficult of the two sides) From underneath, unbolt the 
exhaust from the manifold. The stock nuts are locknuts and this makes removal difficult. The nuts may 
begin to un-thread the stud from the manifold. This is a problem because the studs have shoulders, 
which will not pull through the exhaust flange. If the stud comes loose, reverse your wrench and 
tighten the stud back into the manifold solidly. Try again to remove the nuts. If the nuts are still 
jammed on, apply heat to the nuts and try again. If all else fails cut the nuts off. The Headers are 
supplied with new bolts and nuts for reinstallation.

3. Unbolt the spark plug wire looms from the cylinder heads. Disconnect the spark plug wires and 
remove the spark plugs.

4. IF the alternator is on the driver’s side, the power steering pump must be freed from its bracket 
in order to remove the driver’s side manifold. The steel bracket is fastened to the exhaust manifold 
studs on both sides of the front exhaust port. The studs cannot be removed until the bracket is pulled 
outward from the engine. 

5. Remove the top half of the fan shroud. Remove the serpentine belt. 
Using a pulley remover, remove the power steering pump pulley. Remove 
the three bolts on the front of the power steering pump. Remove the bolt 
going from the black steel bracket into the back of the alternator. Remove 
the nuts holding the black steel bracket to the head on both sides of the 
number one exhaust port. The black steel bracket will still be attached to 
the back of the power steering pump. The 
pump assembly should be loose enough 
to wiggle outward from the engine such 
that the remaining two nuts holding the 
steel bracket to the back of the pump can 
be removed. Remove the steel bracket. 
Cut the bracket as shown in figure 2. Grind 
the bracket for clearance as indicated. 
Clean up the edges with a file or sander 
and repaint. 

 

 



6. Remove the plastic cover over the steering shaft to the steering box coupler (rag joint). Remove 
the bolt securing the coupler to the steering box. Slide the shaft rearward to disengage it from the 
steering box. The shaft can now be swung out of the way to allow the manifold to be removed.

6. If you vehicle uses an 02 sensor, install it in the new header. If your vehicle does not have an O2 
sensor in the rear of the manifold, use the supplied plug in the fitting in the driver’s side header. Use 
anti seize on the threads of the sensor or plug. Use 5 of the 3/8” x 1” bolts supplied. Reuse one of 
the studs in the front hole of the #1 port. Use Anti Seize on all threads. Apply a thin coating of Sensor 
safe high temp silicone sealant to the collector dome where it mates to the lower flange. Separate 
the steering shaft at the telescoping section. Slip the steering shaft through the #2 header tube, then 
reconnect the shaft as the header is installed. Bolt the header to the head. Use the supplied 1 ”tubular 
spacer between the header flange and the stud shoulder on the 
front hole. See fig.3. Tighten all 6 fasteners.

NOTE: The header flange is designed to fit with the temperature 
sensor in the bottom hole in the head and the knock sensor in the 
top hole. They come both ways. You must change your sensor 
arrangement if it isn’t this way. When you remove the sensors, 
coolant will drain from the head. Either drain the coolant first or have 
a 3/8”pipe plug ready to temporarily plug the hole while you apply 
sealant, and swap sensor locations.

9. Using the supplied fasteners, bolt the Header to the exhaust flange. The nuts are locking nuts. 
Therefore they will not spin freely. Torque to 30-35 ft/lbs. 
10. Before re-attaching the plug wire looms, the plug boots at the #1 and #6 cylinder need to be 
replaced with the supplied 90 degree spark plug boots. To reinstall the spark plug wire looms, use the 
supplied 1/2” tubular spacer and 1/4” bolt. The spark plug wire loom will now sit outward of the header 
flange rather than against the head. 
11. Re-install the black steel bracket in the reverse order of removal. Maneuver the power steering 
pump back into its original position. The steel bracket will now attach to the head with the single stud 
in the front hole of the #1 exhaust port. Fasten the steel bracket to the back of the alternator and to 
the second exhaust stud on the #1 port. Install the three bolts back through the front of the power 
steering pump. Reinstall the pulley using the pulley installer. Re-install the serpentine belt. Re-
assemble the fan shroud.

12. Trim the raised flange from the end of the steering shaft heat sleeve. Re-connect the steering 
shaft to the steering box. Re-install the plastic cover.

13. The Passenger Side: Unbolt the manifold from the exhaust system from under the vehicle as on 
the driver’s side. Remove the dipstick. Disconnect the spark plug wires from the spark plugs. Unbolt 
the Spark Plug wire looms and put them up out of the way. The dipstick tube is bolted to the head via 
the forward spark plug wire loom bolt. With the bolt removed, the dipstick tube can be removed by 
gently wiggling the tube while pulling upward. (The bottom of the tube is pressed into a receptacle in 
the engine.) Remove the flexible hot air tube attached to the sheet metal heat stove. (See Figure 4.) 
Unbolt the manifold from the head and remove. As with the driver’s side, clean the head flange and 
lower flange where the header will attach to the exhaust system. Remember to remove the doughnut-
shaped gasket.

 



14. As with the driver ’s side, apply anti-seize to the bolts, apply silicone to the dome flange, and 
bolt the headers to the head and the exhaust system. Reattach the spark plug looms using the 
spacers and bolts as per the driver’s side.

15. If retaining the heat riser, clamp the supplied heat riser adapter to the header using the supplied 
hose clamp. Shorten flexible heat riser tube to fit. Take care not to cut the tube too short.

16. Check for adequate clearance between the headers and the brake and fuel lines, reroute as 
necessary. Failure to do so could result in loss of brakes or Fire.

17. Start the engine and let it warm up. Check for leaks. Shut engine off and let it cool down. Check 
to make sure all fasteners are tight.  Periodically check and retighten the header bolts.

Parts List: 
(1) Driver’s Side Header Assembly  (1) Passenger’s Side Header Assembly
(11) 3/8” x 1” header bolts and lock washer (2) Header gaskets (Header to Head flange)
(6) Collector Bolts, Nuts & Washers  (4) 1/4” x 1” bolts for the spark plug looms 
(4) 1/4” x 1/2” spacer for the spark plug looms  (1) Heat Riser Tube Adapter     
(1) Hose Clamp for Heat Riser   (2) Spark Plug Boots and Terminals
(1) CARB EO Sticker    (1) 1” spacer for the power steering pump bracket.


