
Installation Instructions & Warranty Information
Chevrolet & GMC Trucks 4.3 V6

  1842S-2  1999-02 Silverado/Sierra W/O AIR Inj.
  1842S-3   1996-01 Blazer/Jimmy W/O AIR Inj.
  1842S-9  2003-13 Silverado/Sierra 
  1842S-10  2014-20 Silverado/Sierra 

REV. 6  2-1-21 DSL

Through 2016 Model Year ONLY

2017-2020 Model Years



1. Unbolt the manifold flange from the exhaust Y-Pipe. The Y pipe can stay connected to the exhaust 
system.

2. Remove the plastic covers that are on top of the valve covers. These just pull off in an upward 
manner. Remove the spark plug wires and the spark plugs. Remove the bolt that holds the dipstick to 
the motor.

3. Unbolt the pinch bolt that holds the steering shaft to the steering gear and move the shaft out of the 
way.

4. Unbolt the factory manifolds from the cylinder heads and remove the manifolds. They will lift out 
from the top. The Driver’s side manifold will have a donut gasket pushed into the manifold, remove 
this for re-use.

5. Remove any carbon deposits left on the exhaust flange-mating surface of the head. Thoroughly 
clean the surface with solvent or another cleaner. Remove the doughnut-shaped gasket from the 
lower flange (where the manifold bolts to the exhaust system). 

6. Insert the donut gasket into the driver’s side header - it should be a tight slip fit. If it won’t slip in, file 
the inside of the collector flange slightly until it does seat all the way.

7. Using the supplied fasteners, bolt the Header to the Y pipe, 2” bolts on the drivers side, and 1.5” on 
the passenger side.  Reuse the factory gaskets on both sides.

8. On the passenger side, you will need to replace the spark plug boots on the first and third plug 
wires (cylinders 2 & 6) with the JBA supplied 90° terminal and boot. Reinstall spark plugs and wires.



Parts List: 
 (1) Driver’s Side Header Assembly (2) 90 degree spark plug boots and terminals 
 (1) Passenger’s Side Header Assembly (8) 8mm header bolts & lock washers
 (2) Header gaskets     (1) CARB EO Sticker 
 (3) 3/8 X 1.5” Hex Head Bolts  (6) 3/8” Lock Washers
 (3) 3/8 X 2” Hex Head Bolts  (6) 3/8 Hex Nuts

9. Bolt the steering shaft back in place. Bolt the dipstick back to the motor. Reinstall the plastic coil 
covers.

10. Start the engine and let it warm up. Check for leaks. Shut engine off and let it cool down. Check 
to make sure all fasteners are tight.

11. Periodically check and retighten the header bolts. 


