
Installation Instructions & Warranty Information
1850S-2 ~ Cat4Ward® Header

02-13 4.8/5.3L W/O EGR Silverado/Sierra/Escalade/Suburban/Tahoe/Yukon
07-13 6.0/6.2L W/O EGR Silverado/Sierra/Escalade/Suburban/Tahoe/Yukon

 14-19 6.0/6.2L 2500/3500HD Silverado/Sierra

REV. 9  2-1-21 DSL

02-16 Model Years ONLY

17-19 Model Years



1. Disconnect the spark plug wires by grasping and gently twisting the spark plug wire boots. 
Driver side: 

3. Remove the thru-bolt from the steering shaft, and slip the steering shaft apart. Now unbolt the 
manifolds from the factory exhaust system.

4. Remove the six bolts holding the exhaust manifold to the head, then remove the manifold.

5. Clean the sealing surface on the cylinder head.

6. Install the new header using the supplied gaskets, bolts, and lock washers. Apply anti seize to the 
threads tighten bolts evenly working from the center out.

7. Reinstall the spark plug wires and reconnect steering shaft.
Passenger Side:

8. Remove plug wires and set aside. Remove the bolt attaching the dipstick tube bracket to the head 
then remove the dipstick tube.

9. Remove the six bolts attaching manifold to head, remove manifold.

10. Clean the sealing surface on the cylinder head.

11. Install the new header using the supplied gaskets, bolts, and lock washers. Apply anti seize to the 
threads and tighten bolts evenly working from the inside out.

12. Reinstall dipstick tube, spark plug wires, and air tube (if equipped).

13. Apply a thin bead of sensor safe high temp silicone to the dome on the header collector. Using the 
supplied fasteners and gasket, reconnect the factory exhaust to the headers.

14.  Start the engine and let it warm up. Check for leaks. Shut engine off and let it cool down. Check 
to make sure all fasteners are tight.  Retorque after 100 miles. Periodically check and retighten.



Parts List: 
 (1) Passenger side Header Assembly  (1) Driver side Header Assembly
 (2) Head flange gaskets    (1) Collector flange gasket
 (13) 8mm header bolts    (13) 8mm lock washers
 (3) 3/8-1-1/2 ”collector bolts (driver side)  (3) 3/8-2 ”collector bolts (passenger side)
 (6) 3/8 lock washers     (6) 3/8 nuts
 (1) CARB EO Sticker


