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1.  Disconnect the (4) 02 sensor plugs from the wiring harness. From underneath the vehicle, 
disconnect the Y-pipe from the exhaust manifolds. Disconnect the Y-Pipe from the exhaust and 
remove from the truck. Support the transmission with a jack and remove the trans crossmember. 
Remove the Y-Pipe from the truck and reinstall the crossmember with 2 of the bolts to hold it in place 
so you can get the jack out of your way. 

2. Remove the nuts attaching the heat shields to the factory manifolds and remove the shields. Then 
unbolt and remove the manifolds. Manifolds will remove from underneath the truck. Remove the Clip 
Nuts from the exhaust end of the manifolds and install them on the JBA headers.

3. Clean the sealing surface of the cylinder heads.

4. Using the supplied gaskets and fasteners install 
the new headers.  The bolt in the oil dipstick 
location will reuses the OEM bolt. Use the supplied 
spacer. Apply a small amount of anti-seize to the 
threads  before installing. Tighten bolts evenly starting 
from the center out. 

5. Support the transmission once again and remove 
the Crossmember. Slip the Y-Pipe into position and 
reinstall and reinstall the crossmember.

6. Reconnect the Y-Pipe to the exhaust system 
and connect to the headers using the original 
bolts. Torque the fasteners to 35 ft./lbs.

7. Reroute the ABS wiring on the right side and 
zip tie it to the heater hoses, making sure that  
the wire and the hoses are up away from the 
new JBA header. You need at Least 1”  of 
clearance from the header.

8. Reconnect the battery cables.

9. Start the engine and let it warm up. Check for leaks. 
Shut engine off and let it cool down. Check to make sure 
all fasteners are tight. Re-Tighten the header bolts after 
about the first 100 miles.

10. All tubular headers require maintenance including 
periodically checking and retightening of the header bolts.



Parts List:  (1) Driver side header   (1) Passenger side header   
  (2) Head flange gaskets   (16) Header Bolts
  (16) Header Lock Washers   (1) Oil Dipstick Spacer tube 


