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1. Disconnect the spark plug wires by grasping and gently twisting the spark plug wire boots. Depend-
ing on your application it may be easier to install if you remove the spark plugs.

2. Unbolt the Driver’s side exhaust manifold and remove. Remove the gaskets and any gasket mate-
rial or any carbon deposits that remain on the head surface. The use of a gasket removal agent will 
ease the removal of any gasket material. Use care not to get debris into ports or spark plug holes.

3. Bolt the header to the head using the supplied gasket, Header bolts and Header Lock washers. 
Apply anti-seize to the header bolts if installing on aluminum heads. Tighten evenly from the center 
outward.

4. Unbolt the passenger side manifold and remove. Remove the gaskets and any gasket material or 
any carbon deposits that remain on the head surface. The use of a gasket removal agent will ease 
the removal of any gasket material. Use care not to get debris into ports or spark plug holes.

5. Reinstall the spark plugs (if removed) and plug wires.

6. Check that all bolts are tight. Make sure that all wiring, fuel lines, transmissions lines, brake lines 
etc are clear of the headers and the exhaust and relocate as necessary.

7. Reinstall the negative battery cable.



8. The installation of the headers is now complete.

9. 3 Bolts flanges and bolts are included to adapt the exhaust system to the JBA headers. Welding is 
required to complete your exhaust system.

10. After the exhaust modification have been made to adapt the headers to your exhaust system, 
recheck everything! Make sure all bolts are tight.

11. Start the engine and let it warm up. Check for leaks. Shut engine off and let it cool down. Check to 
make sure all fasteners are tight.

12. Tubular Headers require maintenance including periodically check and retighten the header bolts.

 Parts List:
   (1) Driver’s Side Header Assembly  (1) Passenger’s Side Header Assembly
   (16) 3/8” x 1 “ header bolts & lock washers (2) Header gaskets (Header to Head flange)
   (6) Collector Bolts & Nuts.   (2) 3-bolt flanges.


