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Installation Instructions & Warranty Information
   1817S-3 ~ 97-99 5.7L LS-1/LS-6 
   1817S-4 ~ 2000 5.7L LS-1/LS-6 
   1817S-5 ~ 01-04 5.7L LS-1/LS-6/Z06

Corvette Cat4Ward® Headers
 

 



1. Unplug the O2 sensors from the stock manifolds. From underneath, unbolt the catalytic converter 
assembly from the factory exhaust manifolds.

2. Remove the oil filler cap and the remove the plastic engine covers by pulling upward from the bot-
tom edge and sliding past the braided fuel line. Remove the spark plug wires, and spark plugs.

3. Remove the rubber hose from the A.I.R. tubes, unbolt the A.I.R. tube fittings from the manifolds. 

4. Unplug the connectors from the coil packs, remove the coils and brackets from the valve covers.

5. Remove the bolts attaching the manifolds to the heads. Loosen the motor mount to chassis bolts. 
Place a block of wood under the drivers side of the oil pan and jack that side of the motor up 2-3” and 
remove the manifold from the bottom (It may be necessary to remove the alternator to get the mani-
fold out). Lower the motor and repeat for the pass side.  Lower the motor and tighten the bolts. 

6. Remove the gaskets and clean the sealing surface on the cylinder head. 

7. Remove the O2 sensors from the factory manifolds and swap them into the new JBA Headers. Ap-
ply a small amount of anti-seize compound to the threads of the O2 sensor before installing.

8. Apply a small amount of anti-seize to the threads of the supplied header bolts. From above, install 
the new JBA Headers using the supplied bolts, lock washers and gaskets. Tighten evenly working 
from the center out. 

9 Re-install the spark plugs, and plug wires. Reinstall coil packs. Attach coil connectors. Reconnect 
O2 sensor connectors.

10. Using the supplied gaskets and bolts, re-attach the A. I. R. tubes to the headers.

11. Apply a small amount of hi-temp, sensor safe, RTV silicone sealant on the flare of the exhaust 
pipes. Reconnect the catalytic converter assembly to the headers using the provided fasteners .



12. Check to make sure that all the wiring, fuel lines, transmission cooler lines, brake lines, hoses, 
etc. are clear of the headers or any exhaust components and reroute or relocate as necessary. 14. 
Install the engine covers and reconnect the battery cable.

13. Start the engine and let it warm up. Check for leaks. Shut engine off and let it cool down. Check to 
make sure all fasteners are tight.

14. After approximately 100 miles check and retighten the header bolts. Header bolts can loosen with 
time, recheck and tighten periodically.

Parts List: 
 (1) Driver’s Side Header Assembly  (6) 3/8-16 Nuts
 (1) Passenger’s Side Header Assembly  (6) 3/8” Lock Washers
 (12) 8mm -1.25 x 25mm Header bolts  (2) A.I.R. Tube gaskets
 (2) Header gaskets     (4) 8mm -1.25 X 25 Bolts    
 (6) 3/8” Collector bolts    (10) CARB EO Sticker


