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Driver’s side:
1. From underneath, unbolt the exhaust system where it bolts to the manifolds. The stock nuts are 
steel locking nuts and can be difficult to get off. The Headers are supplied with new bolts and nuts for 
reinstallation.

2. Unbolt the spark plug wire looms from the cylinder head. Disconnect the spark plug wires by grasp-
ing and gently twisting the spark plug wire boots. Set the wires and looms up out of the way. Remove 
the spark plugs. Disconnect the EGR tube from the manifold. Remove bolts attaching manifold to the 
head, and remove manifold.

3. Clean the sealing are on the cylinder head. 

4. Bolt the header to the head using the supplied header bolts. Use Anti Seize on the header bolts. 
Re-attach the EGR tube to the header. Torque all 6 fasteners.

5. Reinstall the spark plug wire looms using the supplied 1/2” tubular spacer and 1/4” bolt. The spark 
plug wire loom will now sit outward of the header flange rather than against the head.

Passenger Side:
6. Unbolt the spark plug wire looms from the cylinder head. Disconnect the spark plug wires by grasp-
ing and gently twisting the spark plug wire boots. Set the wires and looms up out of the way. Remove 
the spark plugs. The dipstick tube is bolted to the head via the forward spark plug wire loom bolt. With 
the bolt removed, the dipstick tube can be removed from the engine. Unbolt the manifold from the 
head and remove. Clean the sealing surface on the cylinder head.

7. Bolt the header to the head using the supplied header bolts. Use Anti Seize on the header bolts. 
Re-install the dipstick. Apply sensor safe high temp silicone to the domes on the headers and bolt up 
the exhaust system. Reattach the spark plug looms in the same manner as the driver’s side.

8. Start the engine and let it warm up. Check for leaks. Shut engine off and let it cool down. Check to 
make sure all fasteners are tight.

9. Periodically check and retighten the header bolts.



Parts List: 
 (1) Driver’s Side Header Assembly  (4) 1/4”I.D. x 1/2” long spacer
 (1) Passenger’s Side Header Assembly  (4) 1/4”x 1 ”bolts
 (12) 3/8” x 1” header bolts & lock washers (4) 1/4”-20 x 1-1/4 bolts (For 1832-2 only)
 (2) Header gaskets      (4) 1/4”Lock washers (For 1832-2 only)
 (6) Collector Bolts, Nuts &Washers.  (4) 1/4”-20 nuts (For 1832-2 only)
 (1) CARB EO Sticker


