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Installation Instructions & Warranty Information
1938S ~ 1992-95 Dodge Dakota & Ram 1500 3.9 V6
1939S ~ 1996-03 Dodge Dakota & Ram 1500 3.9 V6

Cat4Ward® Headers



1. From underneath the vehicle disconnect the Y-pipe from the exhaust manifold.

2. Driver’s Side. Unbolt the two outer bolts and the center two nuts that attach the manifold to the 
head. Put both nuts on one of the center studs and remove the stud by tightening the inner nut 
against the outer one. Repeat this process to remove the other stud. 

3. Clean the sealing surface on the cylinder head.  Apply a bead of high temp RTV to the dome on the 
headers in order to avoid problems later due to lack of space in the installation.

4. Holding the header in place, slide the new gasket between the motor and the header. Due to 
limited clearance, slip the center two bolts and lock washers in place before placing the header 
against the head and start these two first. Install the other two header bolts with washers. Be sure to 
tighten bolts evenly from the center out.

5. Passenger Side - On 1992 -1995 models remove the bolts attaching the EGR tube to the exhaust 
manifold. Once the bolts have been removed, slightly loosen the tube at the EGR valve (located on 
the back of the intake manifold) Do not Remove Tube. Repeat the process from the driver’s side for 
removing the manifold and studs. 

6. Clean the sealing surface on the cylinder head.  Apply a bead of high temp RTV to dome on the 
headers in order to avoid problems due to lack of space later on in the installation.

7. *On 1997-99 Models it may be necessary to remove the coil in order to install the new header.
 Holding the header in place, slide the new gasket between the motor and the header. Due to limited 
clearance, slip the center two bolts and lock washers in place before placing the header against the 
head and start these two first. Install the other two header bolts with washers. Tighten the bolts evenly 
from the center out. 92-95 vehicles install the new EGR gasket on the fitting of the EGR tube and re-
tighten the air tube using the hardware provided.



Parts List: 
(1) Driver’s Side Header Assembly  (2) Header gaskets (Header to Head flange)
(1) Passenger’s Side Header Assembly (4) 3/8 ”x 2 1/2 ”Collector Bolts, Nuts &Washers.
(8) 5/16” x 1 ”header bolts &lock washers (2) 1/4 ”x 1 1/4 ”Air Fitting Bolts, Washers &Lock Nuts.(1938S)
(1) EGR Gasket (1938S)   (1) CARB EO Sticker

8. Due to the design and materials used on the factory y-pipe, it is common to have the y-pipe 
assembly distort from its original shape. This distortion is caused by the repeated heating and 
cooling of the assembly, which works as a stress relieving process. Because of this, the y-pipe may 
not line up perfectly with the header collector. To make reconnecting the assembly easier, begin by 
securely connecting one side (whichever is easiest) and then pulling the y-pipe into place. Bolt the 
exhaust to the headers using the supplied hardware.

9. Check to make sure there is adequate clearance on plug wires, battery cables, wire looms, brake 
lines, etc.  Re-connect battery cables.

10. Start the engine and let it warm up. Check for leaks. Shut engine off and let it cool down. Check 
to make sure all fasteners are tight.

11. All tubular headers require maintenance including periodically checking and retightening of the 
header bolts.


