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This installation requires welding - Read Instructions before starting!

1. Cut the manifold to cat pipes in front of the catalytic converters, just in front of the weld.

2. Unplug the front O2 sensors. Then unbolt the front exhaust pipes and remove them.

3. Remove the four nuts attaching the heat shields to the manifolds and remove the shields.

4. Unbolt and remove the manifolds. Clean the sealing surface on the 
cylinder heads.

5. Relocate transmission cable on the driver’s side by unbolting 
bracket from starter bolt. Reinstall starter bolt. Flip the bracket so the 
front becomes the back, and the top becomes the bottom. Move the 
bracket to the lower open hole on the bell housing. Attach the bracket 
using the hardware provided, do not tighten yet. (See picture) 

6. Install the new JBA Headers using the hardware and gaskets 
provided. Adjust transmission cable bracket to gain maximum 
clearance from header then tighten bracket.

7. Install new exhaust connector pipes using hardware provided, aligning them with the cat converters, 
tack weld in place. Check to insure adequate clearance on floor, torsion bars, trans lines etc.

8. Weld pipes completely insuring there are no pin holes or leaks.

9. Transfer O2 sensors to new pipes, and reconnect connectors.

10. Check headers to insure adequate clearance on battery cables, wire looms, coolant lines, etc.

11. Reconnect battery cables. Start the engine and check for leaks.

12. We recommend that re-torquing the fasteners on the headers after approximately 100 miles of 
driving. All tubular headers require maintenance including periodically checking and retightening of the 
header bolts.

 



Parts List: 
 (1) Driver’s Side Header Assembly  (6) 3/8 x 2-1/2 bolts with washers and nuts
 (1) Passenger’s Side Header Assembly  (1) 3/8 x 1 1.2 bolt w/washers and nut
 (2) Head flange Gaskets    (1) Driver side connector pipe
 (17) 8mm -bolts with lock washers  (1) Passenger side connector pipe
 (1) CARB EO Sticker


