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1. Remove the (4) screws that hold the stamped metal heat shields to each exhaust manifold then 
remove the shields.

2. For part # 2032: Unbolt and remove the catalytic converter.
    For 2032-1: Remove the exhaust pipe between the Y-pipe and the catalytic converter.

3a. From underneath the vehicle, loosen the fasteners attaching the Y-pipe to the exhaust manifolds. 
NOTE: The factory Y-pipe on Tacoma will not come out unless you (A) remove the cylinder heads or 
(B) cut it in half. T-100s don’t have this problem. See the picture below for the proper cut location. 

3b: Automatic Transmission Only: If equipped with an automatic transmission, un-clip the TV cable 
from the plenum support bracket. Unbolt the plenum support at the driver side rear corner. Then 
unbolt the auto transmission dipstick tube from the cylinder head, but do not remove it. (see pictures 
on next page)
4. Once the Y-pipe is removed, loosen the fasteners holding the exhaust manifolds to the cylinder 
heads. Remove the manifolds. With the manifolds off, remove the studs from the cylinder heads.

5. Clean the sealing surface on the cylinder heads of any old gasket material or carbon build up.

6. Install the supplied flexible heat shield on the driver side to cover the coolant lines behind the motor 
mount. Secure the heat shield in place using the supplied safety wire.

7. Place the new crossover tube behind the cylinder heads with the 90-degree bend on the driver 
side.

 



8. On the driver side, remove the lower 90-degree wire loom former and reshape the loom to remove 
the kink. Loosen the lower bracket and reposition it to hold the wire loom under it.

9. Using the supplied hardware and gaskets, install the new JBA Headers. The small header goes on 
the driver side the longer one goes on the passenger side. Remove the bolt holding the TV cable to 
the bell housing on the driver side. Relocate the cable to the position shown. 

10. Using the supplied fasteners, loosely attach the crossover pipe to the driver side header with the 
supplied metal O-ring gasket in place.

11. Connect the new JBA Y-pipe to the passenger side header and the crossover pipe using the sup-
plied hardware. For auto transmission, re-install the transmission dipstick and tube using the supplied 
spacer and bolt.

12. Connect the new Y-pipe to the catalytic converter assembly
For 2032: The original connector pipe must be cut from the converter and the new one welded on.
For 2032-1: The Y-pipe will bolt directly to the factory catalytic converter assembly

13. Remove the O2 sensors from the factory exhaust and transfer them to the new JBA parts.

14. Check the tightness of all fasteners, check for ad-
equate clearance on all fuel, brake, oil, coolant lines, etc.

15. Start the engine and check for leaks. Allow the engine 
to warm up and then turn engine off. Let the exhaust cool 
then re-torque all fasteners.

 

Parts List: 
(1) Driver side header     (3) 3/8 x 1-1/2 Bolts with lock washers and nuts
(1) Passenger side header    (1) O-ring gasket (metal)
(1) Cross over pipe     (1) EGR gasket
(1) Y-pipe      (2) Head flange gaskets
(12) 10mm -1.25 x 25 bolts and lock washers (1) 5 x 7 flexible heat shield
(1) Safety wire (16 ”long)    (2) 8mm nuts
(2) 8mm lock washers     (1) Trans dipstick tube spacer,10mm x 35 bolt
(6) 5/16 x 2” collector bolts, flat washers, lock washers and nuts  (1) CARB EO Sticker

5b. Unbolting plenum support 

 
3b. Auto Trans Plenum Support Bracket




