
Installation Instructions & Warranty Information
40-1665 ~ 2008-14 Dodge Challenger SRT8 6.1/6.L

40-1666 ~ 2008-14 Dodge Challenger 5.7L
40-1671 ~ 15-20 Dodge Challenger SRT8 & Hellcat, 6.2/6.4L  
Does NOT use the factory Active Exhaust Valves (JBA 40-1670 Axle back accommodates the valves)

Cat Back Exhaust, uses factory exhaust tips 
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1. Unbolt the factory cross member that runs 
under the drive shaft and swing it out of the way. 
Disconnect the Active Control valves if equipped 
and zip tie them out of the way. They will not be 
re used.

3. Using a pry bar, pry the exhaust hangers from 
the factory rubber isolators.

5. Unbolt the exhaust system from the catalytic 
converter assemblies.

4. Unbolt the driver side rear muffler tail pipe as-
sembly and remove it.

6. Disconnect the ground strap from the exhaust sys-
tem and carefully remove the exhaust system.
7. Slip the supplied clamps over the ends of the cata-
lytic converters.

9. Slip the new JBA X-pipe (A) over the end of the 
catalytic converter assembly.

10. Align the X-pipe so that it is flat and even, with the 
off-set exit on the passenger side. Then tighten the 
clamps.



11. Slip the supplied clamps over the end of the 
X-pipe. Then install the new JBA mufflers on the 
X-pipe.

12.  Align the mufflers so they are flat then tighten 
the clamps.

13. Install the passenger side tail pipe with tip 
hangers into the rubber isolators. Then slip into the 
muffler.

15.  Install the driver side tail pipe with tip hangers 
into the rubber isolators. Then slip into the muffler.

16.  Install the supplied clamps over the end of the 
mufflers. 

17. Slip tailpipe tip adapters onto the end of the tail-
pipe. Connect hangers.

18. Remove factory tips from original exhaust by ca-
reully rolling off of the stock ball connector, you might 
have to cut the attaching weld.

19. Install stock tips onto the tip adapters using the 
original clamp. Adjust and align. If necessary, tip adapt-
er can be slid off of tailpipe slightly to adjust length.



20. Check for adequate clearance on frame, and body.

21. Tighten clamps, Tack weld slip connections, and ball clamp, to retain position of tip.

22. Check all clamps and connections for proper fit and alignment. Double check all clamps are tightened and 
that all hangers are secure in rubber grommets. It is recommended that after installation of the exhaust system 
you have all slip connections tack welded by a muffler shop. Using a soft cloth, remove all prints from exhaust.

Parts List 
1 X-pipe 2 JBA muffler 
1 Passenger side tail pipe 1 Driver side tail pipe 
8 Accu Seal clamp 2 Tip Adapter


