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Removal;
1. Remove the stock exhaust. In many cases you will need to cut the stock exhaust pipe behind the 
muffler before it goes over the axle.

2. Install the JBA 6618S headers per instructions.

Installation;
1. There are two different inlet pipes, the short one is for the Driver’s Side and the long one is for the 
Passenger side.

2. Slide the Driver’s side between the skid plate and the transfer case. Clamp to the Header using the 
V-Band clamp that came with the headers - DO NOT TIGHTEN - leave loose enough to rotate the pipe.

3. Slip one Accu Seal clamp over the end of intermediate pipe and slide the muffler onto the intermedi-
ate pipe (Center inlet side). Do Not tighten. The muffler sits at an angle - see photo A

4. Mount one of the hanger brackets to the rear spring hanger through the existing hole using the sup-
plied 3/8” bolt, nut and lockwasher- see photo B. (You may need to drill the hole to 3/8”) Slip an Accu 
Seal clamp onto the driver’s side tail pipe and slide the tail pipe into the muffler and the hanger into the 
hanger bracket. 

5. Repeat for the Passenger side - The muffler will be straight up and down on this side. See photo A
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6. Adjust the muffler and tailpipes so that the muffler are even on the bottom and the tailpipes exit 
in the same locations. Tighten all clamps

7. Slip one hanger bracket over each hanger on the intermediate pipe. Using the supplied self 
tapping hex bolts, attach the hanger bracket to the floor brace - see photo C

8. Check ALL Fuel Lines, Brake Lines and cables for adequate clearance of 1” to hot exhaust, 
relocate if necessary.

Failure to do this could result in melting the lines, possible Fire and Loss of Brakes causing an 
accident!

9.  Start the Bronco and check for leaks, tighten as necessary. It is recommended to recheck all 
fasteners after the first 100 miles



Parts List          
2 JBA Stainless Muffler  4 Hanger Bracket /grommet  
1 Left Tail Pipe  1 Right Tail Pipe    
1 Left Intermediate Pipe  1 Right Intermediate Pipe    
4 ACCU Seal 2 1/2” Clamps  4 Self Tapping Hex Head 1/4 x 3/4”  
2 3/8” Lock Washer  2 3/8-16 Hex Nut    
2 3/8-16 x 1” Hex Bolt  
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