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1. Disconnect the spark plug wires by grasping and gently twisting the spark plug wire boots. 

2. Typically the exhaust pipes in these early vehicles are corroded to the extent that they are difficult 
to modify for use with headers. These instructions assume the removal of old components and 
the installation of a new exhaust system by an exhaust shop. These instructions cover only the 
installation of the headers. The necessary exhaust system modifications should be left to an exhaust 
shop.

3. Unbolt the driver’s side exhaust manifold and remove. Clean any carbon deposits left on the head.

4. Remove the clutch linkage on stick shift cars. Remove the Power Steering Ram and bracket on 
factory power steering cars.

5. From underneath, place a jack with a block of wood under the oil pan. Remove the driver’s side 
motor mount and lift the motor approximately 2”.  Slip the Driver’s side header into position from 
underneath. Put a small dab of anti seize on the supplied header bolts and using the JBA gaskets 
loosely bolt the header in place (Do not  tighten at this time). Lower the motor and replace the motor 
mount. Replace the Clutch linkage. (If you have a Cobra T style oil pan you may have to ding the 
header for clearance). Tighten the bolts evenly working from the center out.

6. If using the factory type power steering, reinstall the Power Steering ram using a JBA PS drop 
down bracket part #6656P. Reroute power steering hoses for clearance as appropriate.

These headers are a very tight fit, especially on 65-68 cars. If the shock towers 
have moved inward, which is not uncommon on these cars due to age, the 

headers may contact the towers or Borgeson Power Steering box and need light 
dimpling. If the car has been hit at any time the frame rails may be pushed in 

slightly this can affect fitment as well. Motor Mounts MUST be to factory specs - 
worn, collapsed or cheap replacements can cause fitment issues. 

Ron Morris adjustable mounts are a good idea on these swaps.
If you are not comfortable with dimpling the headers - Do not proceed.



7. On automatic equipped cars check for clearance and bend linkage as necessary. Later model cars 
with Steering Lock out may require modification as well.

8. Remove the Passenger side motor mount and raise the motor 2”. From underneath slide the 
passenger side header in place. Put a small dab of anti seize on the supplied header bolts, install 
the gasket, and bolt the header to the cylinder head. Tighten the bolts evenly working from the center 
out. Lower the motor and re install the motor mount.

9. Check for clearance of the battery starter cable and trans cooler lines and modify as necessary.

10. Using the collector reducers supplied weld to existing or new exhaust system.

11. Replace the Spark plugs and wires.

12. On some cars the emergency brake cable and or bracket may contact the header collector, if so 
you may need to relocate the bracket.

13. Recheck all wires and hoses are clear of the headers before stating the car.

14. After 100 miles re tighten the header bolts and check them periodically.

Parts List 
 (1) Driver’s Side Header Assembly (1) Passenger’s Side Header Assembly
 (16) 3/8” x 1” header bolt & lock washer (2) Header gaskets 
 (2) Header Reducers   (2) V-Band Clamps


