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1. Disconnect the spark plug wires by grasping and gently twisting the spark plug wire boots. 
Remove Spark Plugs. 

2. Raise the truck frame approx. 36” from the ground.

3. Disconnect and remove the stock exhaust. Remove the oil dip stick and tube.

4. Unbolt both exhaust manifolds and remove. Clean any carbon deposits left on the head taking 
care not to let deposits fall into the ports.

5. Remove the clutch linkage on stick shift trucks. Remove the front driveshaft from the axle and 
push it to the side. Drill a new hole for the clutch return spring approx 1” towards the drivers side to 
keep it from vibrating on the header.

6. Support the engine with a block of wood and a jack under the oil pan and remove the driver’s 
side engine mount. Lift the left side of the motor approx. 2”.  From underneath, slip the Driver’s side 
header up into position. Put a small dab of anti seize on the supplied header bolts, install the gasket,  
and bolt the header to the cylinder head. 

7. Lower the motor and reinstall the motor mount. Re install the dip stick tube and dip stick.

8. Remove the air cleaner and the carb heat choke tube. From either top or bottom, slide the 
passenger side header in place. Put a small dab of anti seize on the supplied header bolts, install 
the gasket, and bolt the header to the cylinder head. 

9. Check for clearance of Fuel Lines, Brake Lines and wiring - modify as necessary. 
10. 1975-77 models need the stock Y Pipe modified to retain the Catalytic converter to remain 
emissions legal. For 1966-74 models JBA offers a complete bolt on exhaust part # 40-2543.

11. Replace the Spark plugs, air cleaner, and wires. Reinstall the clutch linkage and front drive shaft.



Parts List 
 (1) Driver’s Side Header Assembly (1) Passenger’s Side Header Assembly
 (16) 3/8 x 1” header bolt & lock washer (2) Header gaskets 
 (2) V Band Reducers   (2) V Band Clamps

12. Recheck all wires and hoses are clear of the headers before stating the car.

13. After 100 miles re tighten the header bolts and check them periodically. 


