
Installation Instructions & Warranty Information
D103 ~ 1968-70 AMX, 1968-74 Javelin, 1971-74 Matador

1972-74 Gremlin, 1970-74 Hornet (will not fit 70 Hornet Auto)
Long Tube Headers
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DISASSEMBLY

1. Remove and mark all spark plug wires and then remove all spark plugs and the starter motor.  
2. Remove the Oil Dipstick Tube and remove the Clutch Linkage on stick shift cars, shift linkage  
 on column shift autos and the Transmission filler tube from the back of the head if Automatic.
3. Disconnect the head pipes from the exhaust manifolds and remove the stock exhaust   
 manifolds.
4. If the car has an Air Injection pump this will have to be removed as these headers will not work  
 with it.
5. Remove the gaskets and any gasket material or any carbon deposits that remain on the head  
 surface. 
6. At this point it may be necessary to cut the head pipes to allow room to install the headers.



INSTALLATION
1. 73-74 Javelins and 74-75 Matadors will require modification of the driver’s side motor mount.  
 The front upper corner will need to be cut. See Photo A.
2. Starting with the driver’s side, work the header up into position from below.
3. Slip the gasket into position and start all the supplied header bolts and lock washers.
4. Install only the front header bolt to hold the header.
5. Reinstall the clutch or shift linkage with the header loo se.
6. Install the gasket and all the header bolts. Tighten the bolts in an even pattern working form  
 the center outwards.
7. The Passenger side header has one slip tube, the #4 tube. You will need to cut the flange to  
 separate the tube. It is cut about 90% at the factory to prevent shipping damage. Remove this  
 tube. 
8. From below, work the passenger’s side header up into position, but do not install any bolts.
9. With the header still loose, re install the starter motor.
10. Slip the gasket into position and start all the supplied header bolts and lock washers.
11. Install the #4 tube from below, insert it into the main header and bolt to the head.
12. Tighten the header bolts evenly starting from the center. 
14. Reinstall Oil Dipstick tube and Transmission fill tube, it might be necessary to fabricate and  
 extension for the filler tube bracket to fit around the headers.   
15. Bolt the supplied reducers to the headers using the supplied gaskets, bolts, nuts, and   
 washers. If reusing the stock exhaust, cut the headpipes so that they meet the reducers and  
 weld in place. 
16. Install the spark plugs and connect the wires to the proper plug. 
17. Connect the battery cables.

Photo A: Motor Mount Modification



Parts List:
1 Left Side Header    1 Right Side Header
2 Header Gaskets    2 Reducers
2 Collector Gaskets    12   3/8” X 1” Header Bolts
6 3/8-16 Hex Nuts    2 Doug’s Stickers
18  3/8” Lockwashers    4 5/16” Lockwashers
6 3/8-16 x 1 ¼” Hex Head Cap Screws  
4 5/16 x 1” Header Bolts (Some heads have 5/16” bolts on the end holes)


