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DISASSEMBLY
1. Disconnect the negative battery cable from the battery.
2. If a car lift is not available, raise the vehicle 2 feet or higher and support with adequate safety  
	 stands.		Make	sure	the	vehicle	is	on	a	flat	solid	surface	and	is	stable.
3. Remove bolts attaching head pipes stock manifolds, then remove the stock manifolds from the  
 car. Move the exhaust pipes out of the way.
4. Remove the Oil Dipstick Tube, Starter, Clutch or Automatic linkage, Oil Filter.
5. Remove the Spark Plug Wires and Spark Plugs. Remove the Generator/Alternator.
6. Clean the cylinder head exhaust mounting surface.



INSTALLATION
1. Remove the center bolt from the Driver’s side motor mount and raise the motor    
 approximately 2”.
2. From underneath, slip the header up into position.
3. Lower the motor and replace the motor mount bolt.
4. Using the supplied Header bolts and lock washers, slip the gasket in place and start   
	 header	bolts	at	each	end	of	the	flange.	Install	remainder	of	the	bolts	and	tighten	from	the		
 center and working outwards.
5. Remove the center bolt from the Passenger side motor mount and raise the motor   
 approximately 2”
6. From underneath, slip the header up into position. Leave loose and work the starter into  
 location. Bolt the starter in place
7. Lower the motor and replace the motor mount bolt.
8. Using the supplied Header bolts, slip the gasket in place and start header bolts at each   
	 end	of	the	flange.	Install	remainder	of	the	bolts	and	tighten	from	the	center	and	working			
 outwards.
9. Replace the clutch or automatic linkage (column shifted cars may require you to bend the  
	 bell	crank	flat	to	clear	the	headers),	dipstick	tube,	spark	plugs	and	wires.
10. Replace the generator, you may have to fabricate a rear support bracket.
11. Bolt the supplied reducers to the headers using the gaskets, bolts, nuts and washers.
12. Column Shift Automatic may need to bend the linkage bell crank slightly to clear the   
 header.
13. Connect the negative battery cable.



Parts List
1 Left Side Header   1 Right Side Header
2 Header Gaskets   2 3” Reducers
2 3”, 3 Bolt Collector Gaskets 16 3/8”-16 X 1” Header Bolts
22  3/8” Header Star Washers 6 3/8”-16 X 1 ¼” Hex Head Cap Screws
6 3/8”-16 Hex Nut   1 ¾” Long Power Steering Spacer
2 3/8” Long A/C Spacer   2  Doug’s Stickers
6 Nut, hex, 3/8”-16    6 Hex head cap screw, 3/8”-16 x 1-1/4”


