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Header Installation

1. Disconnect the negative battery cable from the battery.
2. If a car lift is not available, raise the vehicle 2 feet or higher and support with adequate safety  
	 stands.		Make	sure	the	vehicle	is	on	a	flat	solid	surface	and	is	stable.
3. Disconnect the stock exhaust from the manifolds.
4. Remove the spark plug wires and spark plugs, then remove the stock manifolds.

DRIVER’S SIDE:
5.	 Remove	the	oil	filter,	dip	stick	tube,	and	clutch	linkage.
6. Remove the Alternator or Generator if it is mounted to the exhaust manifold.
7. Clean the cylinder head surface of any leftover gasket or carbon deposits.
8. Working from below, slip the header up into position. Place the gasket between the header  
 and cylinder head and using the supplied bolts and washers, evenly tighten the header bolts  
 starting in the center and working your way out. 
9. Reinstall the Oil Filter, Dip stick tube, and clutch linkage. 
10. If the generator or alternator were mounted to the exhaust manifold you will need a bracket  
 part #H7606 and H7607



Parts List
1   Left side header  1 Right side header
2    Header gaskets 12 3/8-16 X 1” header bolts
18  3/8 Lock-washer  6 3/8-16 x 1 1/4” Collector Hex head bolts
6   3/8” Lock washers  2 Collector Gaskets
2   Reducers

11. If an A/C compressor was mounted to the left side header you will need bracket #H7608

    PASSENGER SIDE:
12. Pre 1962 models, remove the starter
13. Working from below, slip the header up into position. Place the gasket between the header  
 and cylinder head and using the supplied bolts and washers, evenly tighten the header bolts  
 starting in the center and working your way out. 
14. Reinstall the starter.
15. If the alternator or generator was mounted to the right side manifold you will need a relocation  
 bracket.
16. If an A/C compressor was mounted to the right side header you will need bracket #H7608
17. Reinstall the spark plugs and spark plug wires. Re-Connect the battery cable.


