
Installation Instructions & Warranty Information
 D3336 ~ 64-72 Buick Skylark, Gran Sport & Wagons
64-72 Chevrolet Chevelle, Passenger Cars & Wagons

 64-72 Pontiac GTO & Le Mans ~ LS1/LS6 Swap 
Note: Requires LS1 adapter plate kit P/N SK100

REV. 6 5-9-22 DSL

64-67 Models

68-72 Models





DISASSEMBLY / ASSEMBLY

1. Disconnect the negative battery cable from the battery.
2. If a car lift is not available, raise the vehicle 2 feet or higher and support it with adequate safety  
	 stands.		Make	sure	the	vehicle	is	on	a	flat	solid	surface	and	is	stable.	
3. Apply penetrating oil to all nuts and bolts to be removed.
4. Remove bolts from headpipe to exhaust manifolds.
5. Note the spark plug wire locations and remove them from the spark plugs.  
6. Remove spark plug wire looms, plugs and any brackets attached to the manifolds.
7. Disconnect the O2 sensor wiring.
8. Remove the O2 sensors.
9. Remove the oil dipstick and tube.
10. Remove both of the exhaust manifolds. 

RIGHT SIDE:

1. Apply anti-seize to all header bolts being used.
2. Starting from below, work the header and gasket up through the chassis into position.
3. Start all header bolts.
4.	 Tighten	all	header	bolts	evenly	(most	restricted	first).
5. Reinstall the right side spark plugs, wire looms, and dipstick tube and dipstick.
6. Reinstall the O2 sensor.
7. Reconnect the O2 sensor to the O2 harness with the supplied extension.
8. Install the V Band clamp and reducer.
9. Cut the old exhaust pipe and weld as necessary to the new reducer.

LEFT SIDE:

1. Apply anti-seize to all header bolts being used.
2. Starting from below, work the header and gasket up through the chassis into position.
3. Start all header bolts.
4.	 Tighten	all	header	bolts	evenly	(most	restricted	first).
5. Reinstall the left side spark plugs, wire looms and any brackets.
6. Reinstall the O2 sensor.
7. Reconnect the O2 sensor to the O2 harness with the supplied extension.
a. Install the V Band clamp and reducer.
8. Cut the old exhaust pipe and weld as necessary to the new reducer.
9. Connect the negative battery cable.



PARTS LIST:
1   Left side header     1 Right side header
2   Header gasket     2 V band reducer
2	 		V	Band	clamp	 	 	 	 	 12	 Bolt,	header,	M8-1.25	x	25MM	(1”	long)
12  Lock washer, 8mm     2 O2 Sensor extension


