
Installation Instructions & Warranty Information
D3347 ~ 62-74 Chevy II/Nova, 67-74 Chevrolet Camaro & Pontiac 
Firebird, 64-73 Chevelle, 28-54 Chevrolet Cars, 28-48 Ford Street 

Rods, 37-59 Chevrolet Pickups, and 48-56 Ford Pickups 
Equipped with LS Motors & Mustang II suspension.

Long Tube Headers

REV. 4 5-9-22 DSL

37-67 Models

68-74 Models





DISASSEMBLY

1. Remove bolts attaching Catalytic converters to stock manifolds.

2. Unplug the forward oxygen sensors from the manifolds.

3.	 Remove	the	oil	filler	cap	and	the	remove	the	plastic	engine	covers	by	pulling	upward	from	the		
 bottom edge and sliding past the braided fuel line.

4. Remove spark plug wires and spark plugs.

5. Remove the 6 manifold bolts from each manifold.

6. Remove the manifolds from the car.

7.    Remove the gaskets and any gasket material or any carbon deposits that remain on the        
 head surface.

INSTALLATION

1. Remove the Oxygen Sensors from the stock manifolds and install them into the Doug’s   
 Headers. Use a small amount of Anti Seize on the threads; be careful not to get any on the  
 probe as this can contaminate the sensor causing poor running and decreased performance.

2. Starting on the passenger side, Install the right side header and gasket using the supplied  
	 bolts	and	washers.	Tighten	the	center	two	bolts	first	and	then	work	your	way	out.

3. Install the spark plugs,  wires, and Oxygen sensor connector.

4. Install the left side header and gasket using the supplied bolts and washers using the anti  
 seize and silicone sealer in the same manner as the right side.
 Install the spark plugs, wires and Oxygen sensor connector.

5. Bolt the supplied reducer to the collector using the gaskets and bolts provided.

6. Connect the negative battery cable.



PARTS LIST:
1   Left side header    1 Right side header
2   Header gaskets    2 Collector Gaskets
12  8mm-1.25 x 26mm, header bolts 12 5/16 Lock washers
6   3/8-16 x 1” Collector Hex head bolts 6 3/8-16 Hex Nuts
6   3/8 Lock Washers    2 Doug’s Stickers


