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DISASSEMBLY

1. Unbolt the head pipe from the manifolds.

2. Note the location and arrangement of the spark plug wires and carefully remove them.  

3. On vehicles equipped with air pump remove the air tube from the exhaust manifolds.



4. Disconnect the EGR tube from the exhaust manifold.  Use care when removing not to   
 destroy the gasket.

5. Remove the bolt attaching the dipstick tube to the head and remove the dipstick & tube.

6. Unbolt and remove the exhaust manifolds.  Make sure that you save the bolts because   
 they will be reused.

7. Clean the head surface of any carbon deposits or other foreign material.

ASSEMBLY

1. Apply anti-seize to the stock header bolts.

2. Install both exhaust headers utilizing the stock bolts and supplied lock-washers.  Install   
	 all	the	bolts	finger	tight	and	then	tighten	the	bolts	evenly	from	the	center	out.

3. Connect the EGR tube.

4. Connect the air tubes, install the dipstick tube and dipstick, and install the spark plug   
 wires to the appropriate plugs.

5. Connect the factory head pipe to the passenger side header, use a small amount of   
 the Silicone Sealer to the joint and use the stock fasteners, but do not tighten at this   
 time.

6. Connect the factory head pipe to the driver side header using the new gasket and   
 fasteners supplied, but do not tighten at this time.

7. Adjust the head pipe for best alignment and tighten the joints evenly. 

8. Connect the negative battery cable.



PARTS LIST:
1   Right side header   1 Hardware kit: 
1   Left side header   12 8mm lock-washers
1   Left side header gasket 3 3/8”-16 x 1 ¼” hex head cap screw
1   Right side header gasket 3 3/8”-16 x 2 ¼” hex head cap screw
1   Collector gasket   6 3/8”-16 hex nuts
1   Decal: DOUG’S HEADERS 6 3/8” lock-washers
1   CARB Emissions Sticker


