
Installation Instructions & Warranty Information
 D451 & D452 ~ 1962-1972 Dodge Coronet, Belvedere & Fury

1966-1972 Dodge Charger, Plymouth GTX
1968-1972 Dodge Super Bee, Road Runner

1970- 1974 Plymouth Barracuda
NOTE: Designed for B/RB Original Heads casting # 905 or 915

1975 and later heads may require flange modification

REV. 9 5-9-22 DSL



DISASSEMBLY
1. Drain the radiator and save the anti-freeze.
2. Remove and mark all spark plug wires and then remove all spark plugs.

DRIVER SIDE
1. Remove dipstick tube and dipstick.
2. Remove head pipe and exhaust manifold. (Caution, small amounts of anti-freeze can be  
 retained in the engine block. It may drain from the bolt holes that go into the water jackets as  
 the manifolds are removed when the studs loosen or are removed).
3. Remove the starter.
4. Remove nut from ball and socket end of pitman arm. Separate the center link from the pitman  
 arm and allow it to drop out of the way.
5. Remove the motor mount bolt (this is necessary to be able to lift the engine on this side to  
 install the header.



PASSENGER SIDE
1. Remove head pipe and exhaust manifold.
2. Remove idler arm bolt from frame and allow center link to drop.
3. Remove the motor mount bolt (this is necessary to be able to lift the engine on this side to  
 install the header).

ADDITIONAL DISASSEMBLY AND CLEANING
1. We recommend removing all of the exhaust studs with a stud removal tool and using the  
 supplied header bolts on reassembly.
2. Chase the threads with a tap, however, do not force the tap as it may break. Work slowly and  
 use thread cutting oil. Clean the oil from the threads when done.
3. Clean the cylinder head exhaust mating surface of any old gasket material or carbon deposits,  
 being careful not to get any dirt in the exhaust ports or spark plug holes.
4. At this point it may be necessary to cut the head pipes to allow room to install the headers. If  
 you are installing a new exhaust system you may cut the head pipes any where you choose,  
 but if you are using the existing exhaust you need to cut the head pipes in the proper location  
 so that they will be able to be welded to the reducers supplied with your headers.

ASSEMBLY
DRIVER SIDE

1. Lift engine approximately 1-2 inches.
2.	 Apply	a	small	amount	of	Teflon	Thread	Sealer	to	the	header	bolt	threads	(to	help	prevent	anti-	
 freeze leaking past the threads).
3. Place header into position:
 Note 1: It will be necessary to install the starter simultaneously when putting the header 
 into place. Insert the gasket and start all of the bolts. Bolt in the starter then let the 
 engine down carefully. Be sure not to crush the header while letting the engine down.
 Note 2: Due to variations of these vehicles, you may be required to shorten the bolt that 
 goes through the steering shaft if there is an interference problem. After the header is in 
 position, install two bolts to hold the header in place, then let the engine down. Once the 
 engine is in position, turn the steering wheel around a couple of times while having 
 someone look to make sure that the steering shaft bolt does not hit the header tube. Cut 
	 off	the	excess	bolt	material	that	sticks	beyond	the	nut	as	necessary.
4. Install the motor mount bolt and tighten securely.
5. Re-assemble the steering linkage. 
PASSENGER SIDE 

1. As on the driver side, lift the engine as needed to put the header into position then let the  
 engine back down.
2. Re-install the idler arm and put the motor mount bolt back in and tighten securely.
3. Once engine is sitting completely down, replace and tighten the motor mount bolt.
4. Insert the gasket and start all of the bolts. NOTE: Start the fourth-bolt-from-the-front on the  
	 engine	first.	Once	all	the	bolts	are	started,	tighten	them	down	evenly.
5.	 Replace	the	oil	filter	adaptor	and	filter.
6. Replace the dip stick tube and dipstick.
7. Install reducers and attach to the rest of the exhaust system.
8.	 Refill	the	radiator	with	the	saved	anti-freeze.
9. Reattach the negative battery cable at the battery.



Qty  Description (D451)   Qty  Description (D452) 
1   Left side header     1 Left side header
1   Right side header     1 Right side header
2   Header gaskets     2 Header gaskets
2   3” reducers     2 3 ½” reducers
2   3”, 3 bolt collector gaskets   2 3 ½”, 3 bolt collector gaskets
12  3/8”-16 x 1” header bolts   12 3/8”-16 x 1” header bolts
6   3/8”-16 x 1 ¼” hex head cap screws  6 3/8”-16 x 1 ¼” hex head cap screws
6   3/8”-16 hex nuts     6 3/8”-16 hex nuts
18  3/8” lock-washers     18 3/8” lock-washers


