
Installation Instructions & Warranty Information
 D453 ~ 1967-74 Barracuda/Valiant, Challenger,  Dart

1966-72 Belvedere/GTX, Coronet/Charger/RT/Wagon/Super Bee
1970-72 Duster, Demon ~ 273-360 Motor

NOTE: Applications with 727 automatic must use mini starter 
NOTE: Four Speed Applications, it may be necessary to grind casting tabs on each 

side of the bellhousing for clearance.
NOTE: Short Oil Filter, Fram PH43 or equivalent is required.
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DISASSEMBLY
DRIVER SIDE
1. Drain the radiator and save the anti-freeze.
2. Remove and mark all spark plug wires and then remove all spark plugs.  
3. Remove motor mount nut from under the cross member.
4. Remove factory bellhousing / engine support brackets.
5. Remove nut from ball and socket end of pitman arm and separate the center link from the  
 pitman arm and allow it drop out of the way.
6. Cut the head pipe back to the location of where the header exits, then, remove the manifold.

PASSENGER SIDE
1.	 Remove	oil	filter	and	right-angle	adaptor	if	so	equipped.
2. Remove idler arm bolt from frame and allow center link to drop.
3. Cut the head pipe back to the location of where the header exits, then, remove the manifold.



ASSEMBLY

DRIVER SIDE (Note: Driver side must be installed first)

1. Remove the motor mount bolt and lift the engine approximately 1-2 inches.
2. Place header into position:
 Note: It will be necessary to install the starter simultaneously when putting the header 
 into place. Bolt in the starter then let the engine down carefully. Be sure not to crush the 
 header while letting the engine down.
3. Install the motor mount bolt and tighten securely.
4. Re-assemble the steering linkage.

PASSENGER SIDE 

1. As on the driver side, remove the motor mount bolt and lift the engine as needed to put the  
 header into position.
2. Place header into position.
3. Lower engine back into place.
4. Put the motor mount bolt back in and tighten securely.
5.	 Replace	the	old	filter	with	a	FRAM	#	PF43	or	equivalent	(short	style)	to	clear	the	header	tubes		
	 properly.	If	equipped	with	a	right	angle	adapter,	loosen	the	large	bolt	and	rotate	the	filter	out	of		
 the way as needed.
6. Re-install the idler arm.
7. Install reducers and attach to the rest of the exhaust system.
8.	 Refill	the	radiator	with	the	saved	anti-freeze.
9. Reattach the negative battery cable to the battery.



PARTS LIST:
1   Left side header    1 Right side header   
2   Header gaskets    2 3” reducers     
2   3”, 3 bolt collector gaskets  12 5/16”-18 x 1” header bolts
12  5/16” lock-washers    6 3/8”-16 x 1 ¼” hex head cap screws
6   3/8”-16 hex nuts    18 3/8” lock-washers


