
Installation Instructions & Warranty Information
H8021 ~  265-400 Small Block Chevrolet, Manual Trans

67-81 Camaro, 64-87 Chevelle, Malibu, El Camino, 70-87 Monte Carlo, 68-79 
Nova, 71-92 Full Size Passenger Car & Wagon, 55-65 ½ & ¾ ton Pick up

Street Rods using above year Camaro, Chevelle, & Nova Front Clips
Detroit Speed & Engineering Sub Frame with Rack & Pinion

REV. 7 5-16-22 DSL

19674-67 Models

1968-92 Models



These headers will not fit a Saginaw 800 series close-ratio power steering box without modification 
due to the increased size of this power steering unit.
Will NOT fit 67-69 Camaro with original Air Conditioning. 
70-78 with A/C need part # H7608 A/C bracket, 79 and later with short compressor use stock bracket

DISASSEMBLY

1. Remove and mark all spark plug wires and then remove all spark plugs.  

2. Disconnect the head pipes from the exhaust manifolds and remove the manifolds. Depending  
 on the application, you may be required to remove the alternator, dipstick, clutch linkage, and/ 
 or oil filter. In some cases, it may be necessary to remove the starter and power steering  
 unit.  Only remove what is necessary to allow the removal of the manifolds or the installation of  
 the headers.

3. Remove any gasket material or any carbon deposits that remain on the head surface.  

4. At this point it may be necessary to cut the head pipes to allow room to install the headers.  If  
 you are installing a new exhaust system you may cut the head pipes any where you choose,  
 but if you are using the existing exhaust you need to cut the head
 



ASSEMBLY

1.  Install the headers (Driver side from the bottom of the vehicle, passenger side from above).   
 Slide the headers into place and install a bolt at either end of the header to hold them in place.  
 This will allow you to determine proper fit.

2. Once you have determined proper fitment, install the gaskets. Install all of the header bolts  
 supplied and hand tighten. Tighten all the bolts evenly from the center out.

3. Install any accessories that were removed during the header installation.  
 NOTE: Some accessories require different brackets than stock and some require the   
 addition of spacers between the bracket and header flange.  An example would be on some  
 Chevy applications the driver’s side front bolt must use the original (factory) bolt and use the  
 supplied spacer between the flange and the accessory bracket.                                                                                                         

4. Install the reducers and determine the connection to the exhaust system.                                      

5. Weld the reducers to the exhaust system and install them onto the headers utilizing the   
 gaskets and bolts supplied.

6. Install the spark plugs and connect the wires to the proper plug. If the spark plugs have a lot  
 of miles on them, now would be a good time to replace them with PerTronix Flame Thrower  
 Wires.  When you install the spark plugs, apply a small amount of anti-seize to the threads.

7. Check to make sure that all the wiring, brake lines, hoses, etc. are clear of the headers or any  
 exhaust component.

8. Re-connect the battery cable.



Parts List
1 Left Side Header    1 Right Side Header
2 Header Gaskets    16 3/8-16 X 1” Header Bolts   
6 3/8-16 Nuts    6 3/8-16 X1 Hex Bolts    
2 Reducers    2 Reducer Gaskets


