
Installation Instructions & Warranty Information
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Fenderwell Exit Headers
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NOTE:
• Designed to be used with motor in STOCK SBC location
•  Designed to be used with smaller than stock from tires and the front end lifted  

 or tires may rub the headers.



DISASSEMBLY
1. Remove bolts attaching head pipes stock manifolds, then remove the stock manifolds from the  
 car.
2. Remove the Spark Plug Wires and Spark Plugs. Remove the Generator/Alternator.
3. Clean the cylinder head exhaust mounting surface.

INSTALLATION
1. If you are running inner fenders you will need to cut them to accommodate these headers.  
 Starting at the back of the cutout for the upper control arm, draw a line angling backwards to  
 about equal with the location of the #3 port on each side, from the front. Go up approx 17”  
	 from	the	frame	rail.	Now	go	straight	back	to	the	fire	wall.	Remove	this	section	of	inner	fender		
 using a Sawzall, Body Saw, Torch, or other method. On 1955 cars you will need to push the  
	 inner	fender	out	towards	the	floor	boards.
2. It is best to jack the car up and support it on jack stands so you can remove the front tires.
3. Slip the header through the inner fender from the outside in towards the motor. Do this   
 carefully as to not scratch the headers - additional cutting of the inner fenders may be   
 necessary.
4. Using the supplied Header bolts and lock washers, slip the gasket in place and start header  
	 bolts	at	each	end	of	the	flange.	Install	remainder	of	the	bolts	and	tighten	to	35	ft/lbs	on	iron		
 heads or 18 ft/lbs on aluminum heads, starting from the center and working outwards.
5. Replace the spark plugs and wires, and the Idler generator / alternator. Bolt the supplied  
 reducers to the headers using the gaskets, bolts, nuts and washers.
6. Connect the negative battery cable.



Parts List
1   Left Side Header   1 Right Side Header
2   Header Gaskets   2 Collector Gaskets
12  Header Bolts   6 Collector Bolts
6 Nuts   2 Reducers


