
Installation Instructions & Warranty Information
H8049 ~ 1967-87 ½, ¾ &1 Ton Pickup 4wd 265-400

1969-91 Blazer, Jimmy, Yukon, & Tahoe 4wd 265-400
Long Tube Headers

REV. 7 5-16-22 DSL



• Does not accommodate A.I.R. Injection Systems 
• Models with an alternator/generator mounted on the head will require brackets Part No. H7606 
  and H7607.
• For model years 1980 and later, Reducers, Part No. H7232, are available with an O2 sensor  
	 fitting.

DISASSEMBLY

1. On manual trans equipped 67-73 models remove the clutch linkage.
2. Remove A/C Compressor. If mounted on left side also remove the rear bracket
3. Remove the alternator or generator.
4. Remove the starter cable.
5. Remove and mark all spark plug wires.. Note: remove and spark plug shields if so equipped,  
 they cannot be used with this header.
6. Remove the dipstick tube and dipstick.
7. Disconnect the head pipes from the exhaust manifolds and remove the manifolds.
8. In order to install the headers it will be necessary to move the stock headpipes out of the way.  
 If you are going to install a new exhaust then remove the entire stock exhaust at this time. If  
 you are going to reuse the original exhaust then drop it out of the way.
9. Remove any gasket material or any carbon deposits that remain on the head surface.  The  
 use of a gasket removal agent will ease the removal of any gasket material. 



ASSEMBLY

1. Apply a small amount of anti-seize to the header bolts supplied with the headers.                                  
2. Start from below, work the header up through the chassis into position over the exhaust ports.  
	 Start	all	the	header	bolts	(most	restricted	first)	and	tighten	evenly.
 Note: Some models will require that a small section be ground away from the rear top   
 corner of the motor mount to provide additional header clearance.
3. If the alternator or generator was mounted to the left side exhaust manifold, you will need  
 Patriot brackets number H7606 & H7607 to remount the alternator or generator. See   
 Illustration.
4. If the A/C compressor was mounted to the left side exhaust manifold on 1978 and older   
 vehicles you will need Patriot bracket part number H7608. 1979 and newer vehicles with the  
 short A/C compressor can reuse the original bracket. See Illustration
5. If equipped with power steering, use a furnished 1-¼” spacer when replacing the pump   
	 bracket	for	adequate	header	clearance.	Use	the	stock	(longer)	bolt	in	this	location	instead	of		
 the supplied 3/8”-16 x ¾” header bolt. See Illustration
6.	 Tighten	all	the	header	bolts	evenly	to	a	final	torque	of	approximately	35	ft.	lbs.
7.	 Note:	For	auto	trans,	it	may	be	necessary	to	modify	(bend)	the	shift	linkage	for	the	proper		
 functioning and/or adequate header clearance.
8. Replace the dipstick tube and dipstick.
9. Replace the spark plugs wires. 
10.	 Replace	the	clutch	linkage	(if	removed).	On	1974	models	only,	shorten	the	return	spring			
 approximately 2” and attach it to the existing hole in the frame. See illustration 
11. Start from below, work the header up through the chassis into position over the exhaust ports.  
	 Start	all	the	header	bolts	(most	restricted	first).
12. If the alternator/generator or A/C was removed, remount with the purchased bracket.
13.	 Tighten	all	the	header	bolts	evenly	to	a	final	torque	of	approximately	35	ft.	lbs.
14. Reinstall the spark plugs and spark plug wires.
15. Reroute the starter cable and install.
16. Weld the reducers to the exhaust system and install them onto the headers utilizing the   
 gaskets and bolts supplied.
17. Connect the negative battery cable. 
18. Check over the installation to make sure that all wires, lines, hoses. etc. are connected and  
 have adequate clearance to protect them from the heat generated by the headers.



Left Side Alternator Bracket

Power Steering Spacer



Parts List
1 Left side header    1 Right side header
2 Reducers    2 Header gaskets
2	 2-1/2”	flat	gaskets	 	 	 	 12	 3/8”-16	x	3/4”	header	bolts	
6 3/8”-16 x 1” hex head cap screws 6 3/8”-16 hex nuts
1 Spacer   


