
Installation Instructions & Warranty Information
H8440 ~ 1954-64 Ford F100 272-292 Y Block

Fenderwell Exit Headers

REV. 4 5-16-22 DSL



NOTE; These were designed in the 1960’s for Lifted “Gassser” or 4X4 style 
trucks. Standard height trucks will probably have tire interference issues

 
DISASSEMBLY
1. Remove and mark all spark plug wires and then remove all spark plugs.  
2. Disconnect the head pipes from the exhaust manifolds and remove the manifolds. Remove  
 any gasket material or any carbon deposits that remain on the head surface.  
3. At this point it will be necessary to cut the inner fenders for the fenderwell exit. You will need  
 to determine how large of an opening you would like for the headers to exit through keeping in  
 mind Heat, Rattles, and Aesthetics. Take your time and cut a little at a time until you are happy  
 with the result.

INSTALLATION
1.  Install the headers  - Depending on the size of the hole you cut for the exit this might be from  
 behind the tire and working towards the engine, or from the top and slide the collectors out  
 through the hole in the inner fender.
2. Insert the gasket and using the supplied bolts, bolt the header to the head. 
3. Install the reducers and determine the connection to the exhaust system.                                      
4. Weld the reducers to the exhaust system and install them onto the headers utilizing the   
 gaskets and bolts supplied.
5. Install spark plugs and connect the wires to the proper plug
6. Check to make sure that all the wiring, brake lines, hoses, etc. are clear of the headers or any  
 exhaust component.
7. Connect the battery cables.



Parts List
1   Left Side Header    1 Right Side Header
2   Header Gaskets    2 Collector Gaskets
14  3/8 X 3/4 Header Bolts   6 3/8 X 1 Hex Head Bolts
6 3/8 Nuts    2 Reducers
  


