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1. Remove the two small nuts that attach the exhaust center pipe to the spring loaded hanger near 
the rear of the car. 

2. Loosen the Clamps that hold the mid pipe to the muffler inlet pipes. Remove the nuts and bolts 
that attach the mid pipe to the catalytic converter. Drop the pipes down from the and slide forward to 
remove the pipe from the muffler inlets. These can be tough to remove - a dead blow hammer helps.

3. Driver Side - Place a tall jack under the oil pan with a block of wood on the drivers side of the 
motor. Remove the motor mount bolts and jack the motor up approx 1”. Remove the motor mount and 
the motor mount stand. 
 
4. Remove the Lower Steering Shaft bolt at the rack, slide the joint off the rack and swing the shaft 
out of the way.

5. Remove the alternator bolts and carefully lay the alternator on top of the engine.

6. Remove the coil covers, the coil packs (driver’s side only), spark plug wires and spark plugs (both 
sides). Remove the 2 bolts attaching the Air Injection to the manifold.

7. Unbolt the exhaust manifold and remove the manifold from the car.

8. Remove two bolts from the sensor just above the oil filter, be careful not to damage the gasket or 
O-Ring as you will reuse them. Remove the oil filter. 

9. Install header from above - It will take some twisting and turning to slip it into place. Patience will 
be required at this point. Leave the header loose in the car so you can reinstall the motor mount and 
lower the motor back in place.  Slip the V-Band Clamp over the collector and install the 02 sensor 
before bolting the header to the motor. Bolt the header to the motor using the supplied gasket, header 
bolts (use anti seize on threads), and washers. 

10. Reinstall the sensor and the oil filter. 

11. Passenger side - Place the jack under the Passenger side of the oil pan using a block of wood to 
spread the load, remove the Lower Motor mount nut and raise engine about 1”. 

12. Remove the dipstick tube retaining bolt and remove the tube. Remove the air injection bolts.

13. Remove the starter wiring and bolts (2) and remove the starter.



14. Remove the exhaust manifold bolts and remove the manifold. 

15. Install the JBA header from the top, leaving it loose at this time. Reinstall the starter and wiring 
with the header loose. Slip the V-Band Clamp over the collector and the 02 sensor before bolting the 
header to the motor. Bolt the header to the motor using the supplied gasket, header bolts (use anti 
seize on threads), and washers. 

16.  Install the Dipstick tube and Lower the motor and reinstall motor mount. 18. Bolt the Air Injection 
tubes to the headers - take note that some of the OEM bolts are too long to fully tighten the tube to 
the header, if that is the case either shorten the bolts or put washers under the head so that the tube 
can properly tighten and not leak.

17. Reinstall the Spark Plugs, Coil Packs, Spark Plug Wires, Coil Covers etc. that were previously 
removed.

18. If you are using the JBA Midpipe, install it at this time. If you are retaining the OEM Mid Pipe, 
Install the supplied short V-Band connectors to the headers with the V-Band clamps, but leave loose 
at this time .The stock mid pipe will need to be cut about 1/4-1/2” before the weld where the JBA 
pipes meet the stock exhaust.

19. Make sure that everything is straight and mufflers are centered and then weld the section in place.

20. Reconnect the battery cable and install engine covers. Remember to check and top off the oil 
since some was drained when the filter was removed. 

21. Start the engine and let it warm up.  Check for leaks.  Shut engine off and let it cool down.  
Check to make sure all fasteners are tight. You may get a check engine light until you have the ECM 
programmed with a proper tune.

22. Header bolts work lose with engine heat cycles, periodically check and tighten the header bolts.

Parts List:
 (1) Driver’s Side Header Assembly (1) Passenger’s Side Header Assembly
 (10) 8mm - 1.25 x 25mm Header bolts  (2) Header gaskets
 (2) O2 Harness Extensions  (2) V Band Clamps
 (2) V Band extensions for Custom Mid Pipes


