
REV. 7 2-9-21 DSL

 Installation Instructions and Warranty Information
6400S / 36400S ~ 04-15 Titan/Armada, 08-12 Pathfinder, 08-10 Infinity QX 56 

6411S ~ 16-20 Titan/Armada, 11-13 Infinity QX56, 14-20 QX80
6412S ~ 04-15 Titan/Armada, 08-12 Pathfinder, 08-10 Infinity QX 56

Long Tube Race Headers - 5.6L V8 VK56DE



1. On 15-17 Vehicles, we recommend removing the inner fenders to allow easier access to the 
manifolds.

2. Unbolt the factory exhaust system from the catalytic convertors and slide the exhaust backwards. 

3. Support the engine using a floor jack with  a block of wood between the jack and the oil pan. Unbolt 
the two bolts that attach the engine mounts to the frame and the 4 bolts attaching the mount to the 
engine. Raise the engine approx. 1”

4. Remove the 4 screws that attach the heat shield to the exhaust manifolds and remove the shields.
They will not come out easily and extreme prejudice may be required.

5. Unplug and remove the 02 sensors from the manifolds, save them for re-installation later.

6. On the passenger side, remove the Oil dipstick by unbolting it from the engine and then pulling and 
wiggling the tube until it comes out of the boss

7. Remove the nuts that hold the exhaust manifolds to the engine and remove the manifold/cat 
assemblies.

8. Install the headers using the supplied gaskets and original manifold nuts. Tighten evenly working 
from the center out.

9. Apply a dab of sensor safe anti seize to the threads of the 02 Senors and reinstall the sensors.

10. Reinstall the Oil Dipstick.

11. Lower the engine back down while bolting the motor mounts in place. Reinstall the inner fenders.

12. Bolt the exhaust system to the header flange using the supplied gaskets and nuts and bolts.



Parts List: 
 (1) Driver Side Header Assembly  (1) Passenger Side Header Assembly
 (2) 02 Plugs     (2) Collector Gaskets
 (2) Header Gaskets    (4) Collector Bolts, 10mm X 35mm
 (4) Collector Nuts, 10mm   (2) JBA Stickers

13. Check that everything is tight and that all fuel and brake lines are clear of the headers.

14. Start the engine and check for leaks. If everything is good, take it for a teat drive.

15. Let the motor cool and then recheck all header fasteners for tightness.

16. Due to heat cycling it is recommended that you re check the bolts after 100 miles and then 
every few thousand miles there after.


