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1. Loosen the clamp at the rear of the Y-Pipe that connects the left and right manifold pipes. 

2. Loosen the fasteners at the connection between the Head pipes and the Muffler, then remove the 
head pipe and let the muffler hang free.

3. In order to remove theY-Pipe support the trans with a jack, remove the two bolts per side along with 
the mounts to the trans and remove the cross member. 

4. Mark the location of the front drive shaft U-Joint to the differential and then remove the driveshaft 
from the diff, support it out of the way.

5. Remove the Y-Pipe from the JEEP.

6. Disconnect the 02 Sensors from the wiring harness.

7. From the top, remove the exhaust manifold heat shields and then remove the exhaust manifolds. 
Remove the 02 sensors from the manifolds

8. Clean the exhaust surfaces of the cylinder heads of any dirt, carbon, or old gasket material.

9. Install the JBA Long Tube headers using the supplied gaskets and header bolts. Tighten the bolts 
starting in the center and working your way out.

10.  Reinstall the Spark Plugs and wires. Re install the front drive shaft, noting the index marks you 
made in Step 8.

11. If you are building your own exhaust system, reinstall the crossmember and the 02 sensors.



 
Parts List:  6528S Headers
(1) Passenger’s Side Header Assembly  (1) Driver’s Side Assembly    
(12) 8mm-1.25 X 26MM Header Bolts (12) 8mm Lock washers
(2) V Band Clamps    (2) Header Gaskets 
(2) V Band reducers (for custom exhaust, not used with JBA 6528SY Y-Pipe)

Part List: 6528SY Y-Pipe
(1) Y Pipe assembly    (1) 2 1/2” Accu Seal Clamp

JBA Y -Pipe
1.  With the transmission crossmember still removed, install passenger side of the Y-Pipe using the 
supplied V Band Clamp - DO NOT TIGHTEN. The rear will insert in to the factory Exhaust pipe.
2. Slide the Accu Seal Clamp over the crossover pipe and then install the Driver’s side of the Y-
Pipe by inserting it into the crossover and the attach to the header using the V Band clamp. 
3. Install the 02 Sensors using a dab of 02 Safe Anti Seize. 
4. Reinstall the Transmission crossmember and remove the jack.
5. Make sure all the pipes are properly aligned and then tighten all clamps

 Test drive and allow to cool down. Check all bolts and re torque as necessary.

Headers require periodic maintenance, including re-tightening header bolts. They should be 
checked every 5000 miles, or when you change the oil.


