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1. Disconnect the spark plug wires by grasping and gently twisting the spark plug wire boots. Spray 
penetrating oil on all accessible fasteners and fittings before attempting to remove them.

2. Raise the truck frame approx. 36” from the ground.

3. Disconnect and remove the stock exhaust from the manifolds. Disconnect the 02 Sensors if 
equipped. Remove the oil dip stick and tube.

4. Unbolt the both exhaust manifolds and remove. Clean the cylinder head of any gasket material.

5. Remove the clutch linkage on stick shift trucks. On 4WD remove the front driveshaft from the axle 
and push it to the side. 

6. From underneath, slip the Driver’s side header up into position. Put a small dab of anti seize on 
the supplied header bolts, install the gasket, and bolt the header to the cylinder head. 

7. Re install the dip stick tube using the supplied spacer and one of the factory manifold bolts. It may 
be necessary to bend the tube for clearance.

8. On carbureted models, remove the air cleaner and the car heat choke tube. From underneath 
slide the passenger side header in place. Put a small dab of anti seize on the supplied header bolts, 
install the gasket,  and bolt the header to the cylinder head. Tighten the bolts evenly working from 
the center out.



Parts List 
 (1) Driver’s Side Header Assembly (1) Passenger’s Side Header Assembly
 (16) 3/8” x 1” header bolt & lock washer  (2) Header gaskets      
 (2) Header Reducers   (2) Reducer gaskets
 (1) Dip Stick Spacer, 1.125” x .500”  (6) 3/8 x 1 1/4” bolts, washers and nuts  

9. Check for clearance of the battery starter cable and trans cooler lines and modify as 
necessary.

10. Using the collector reducers supplied hook up the remainder of you exhaust. 

11. Replace the Spark plugs, air cleaner, and wires.

12. Recheck all wires and hoses are clear of the headers before stating the car.

13. After 100 miles re tighten the header bolts and check them periodically.


