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1. Unbolt the exhaust from the factory Y-Pipe at the two bolt collector. Loosen the clamp between the 
intermediate pipe and the main exhaust pipe and remove the intermediate pipe.

2. Remove the starter wires and the starter. If the truck has an A/C drain tube, bend it backwards 
toward the fire wall and in towards the transmission.

3. Remove the bolts that attach the heat shields to the transmission crossmember. Unbolt the Y-Pipe 
mounting bracket from the crossmember.

4. On 2WD trucks, Support the transmission with a jack. Remove the nuts from the transmission 
mount. Remove the 4 bolts holding the crossmember to the frame, and remove the crossmember.  

5. Unplug and remove all 4 02 Sensors. Do NOT mix up the front and rear sensors, they are different

6. Remove the bolts attaching the Y-Pipe to the manifolds and remove the Y-Pipe.

7. Reinstall the transmission crossmember and bolt it to the frame, leave the crossmember to 
transmission mount bolts for now.

8. Remove the front wheels and inner fenders to access the exhaust manifold bolts.
 
9. Remove the oil dipstick and dipstick tube.

10. Remove the exhaust manifold nuts, on the passenger side it will probably be necessary to remove 
the studs to remove the manifolds. Remove both exhaust manifolds and the remainder of the exhaust 
manifold studs. 

11. Install the headers from below using the supplied gaskets, header bolts and star washers.  To 
install the passenger side header, you will need to push the transmission to the left and block it in 
place in order to get the header in place. Tighten evenly working from the center out.

12.  Unblock the transmission and install the transmission mount bolts and tighten to spec.

13. Using sensor safe anti-seize, instal the 02 sensors in the headers and plug them in.

14. Reinstall the starter and wiring. Reinstall the oil dipstick and tube.



Parts List 
 (1) Driver’s Side Header Assembly (1) Passenger’s Side Header Assembly
 (16) M10 header bolts & lock washers (2) Header gaskets
 (2) V Band Clamps    (2) V Band reducers (not used with JBA Y-Pipe)
 (1) 02 Harness extension

15. If using the JBA Y-Pipe kit, install the drivers side crossover pipe to the header, do not 
tighten. Slide the clamp with hanger over the pipe and insert into the factory rubber hanger. 
Install the right side exhaust pipe to the header, Do not tighten. Install the Y-Pipe section to the 
factory exhaust and the front exhaust pipes using included clamps. Align everything then tighten 
all clamps. Depending on the year and model it may be necessary to cut and weld the stock 
exhaust pipe to the Y-Pipe 17. Remove the 02 sensors from the factory Y-Pipe and install into 
the JBA Y-Pipe. 

16. Re install any skid plates. Check all connections are tight. Reinstall the air box and inlet 
tube. Attach battery cable. Start truck and check for leaks, tighten if necessary.

17. After 100 miles recheck ALL header bolts as they can loosen with heat cycles. Check at 
least once a year thereafter.


