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Installation Instructions & Warranty Information
6816S/6823S ~ 2016-20 Camaro 6.2 LT

Long Tube Race Headers



1. Disconnect the negative terminal of the battery (located in the trunk on the passenger side)
2. Remove the coolant overflow tank. Disconnect the battery cable that clips to the tank. Pinch off the 
Large coolant hose on the backside of the tank with an appropriate clamp. Remove the two bolts that 
hold the tank to the inner fender. Remove the hose clamp attaching the large hose to the tank then 
slip the hose off the tank and quickly lift the tank up and towards the front of the car with the hose 
nipple pointing upwards - this way you should not lose any amount of coolant.
3. Remove the snap on Engine Cover, vent hose, and then remove the coil pack covers.
4. Remove the Air Box and intake hose and set aside. 
5. Remove the Heater Hose bracket bolt from the from of the cylinder head.
6. Remove both side manifold heat shields.
7. Remove all Speak plug wires and Spark Plugs.
8. Remove the 02 Sensors from the manifolds and mid pipes, then disconnect the cats from the 
exhaust manifolds.
9.  Loosen the oil dipstick and remove the exhaust manifold to cylinder head bolts and then remove 
the manifolds from the car along with the dipstick. Clean the cylinder head surface where the 
manifolds bolt up.
10. Mark the steering shaft position at both ends and then remove the steering shaft.  
11. Remove the starter motor heat shield.
12.  On the Passenger side, unbolt the Coil Packs from the valve cover and then remove the 
Passenger side Valve Cover.
13. Install the Passenger side header from the top by holding the heater hoses towards the fender 
and slipping the header into place. Bolt the header to the head using the supplied gasket, Header 
Bolts and Washers. Don’t forget to reinstall the oil dipstick tube at this time, you may have to bend the 
mounting tab. We recommends a light amount of Anti-seize on the header bolts, then tighten evenly 
working fro the center out.
14. Reinstall the passenger side Valve cover and coil pack.



17. Install the Driver’s Side header from Below. Bolt to the head using the supplied gasket, Header 
Bolts and Washers with Anti-seize as on the passenger side.
18. Re-Install the steering shaft taking note of locations that you marked during removal.
19. Reinstall starter heat shield.  
20. Reinstall 02 sensors on both sides using sensor safe Anti-seize being careful to not get any on 
the probe and this can cause the sensor to fail. You will need to unclip the harness for the sensors to 
reach the new location.
21. Reinstall spark plugs, spark plug wires, coil covers, vent hoses, and engine cover.
22. Reinstall the Air Box and Intake hose.
23. Reinstall the coolant tank and hook up the hose. Top off coolant level if necessary.
24. Reinstall Heater hose bracket to cylinder head.
25. These headers are designed to be used with JBA 6816SD or 6816SDC Mid Pipes. 26. Check for 
clearance on passenger side header for brake line clearance, move brake line if necessary. Check 
that all wiring hoses etc. are clear of headers and exhaust.
27. Start engine, check for leaks and test drive. Then let engine cool and re-torque header bolts.
28. Periodically check and retighten header bolts.

Parts List: 
 (1) Driver’s Side Header Assembly  (12) 8mm-1.25 x 25mm Header bolts w/lock washers
 (1) Passenger’s Side Header Assembly (2) V-Band reducers
 (2) Head flange gaskets   (2) V-Band Clamps


