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1. Un plug the 02 sensors. Remove the Air box.

4. From underneath the vehicle disconnect the Y-pipe from the exhaust manifold. Unbolt the Y -Pipe 
from the remainder of the exhaust system and remove the Y-Pipe

5. Remove the nuts attaching the heat shields to the factory manifolds. 

6. Place a jack under the drivers side of the oil pan and remove the motor mounts bolts from the driv-
ers side only. Lift the motor approx 1 1/2”  to access dip stick tube bolt. Remove the Dipstick Tube 
and dipstick. Then unbolt and remove the manifolds from the cylinder heads.

7. Using a gasket scraper or similar device, remove all carbon deposits and high spots from head 
surface. 

8. Using the supplied gaskets and fasteners install the new headers. Be sure to prepare the new 
header bolts by applying a small amount of anti-seize to the threads before installing. Tighten the 
bolts evenly working from the center out.

9. Install the Dipstick and tube, it inserts between the L2 and L3 tubes.

10. Lower the motor and reinstall the drivers side motor mount.

11. Install the 02 sensors in the JBA headers using a dab of sensor safe anti seize and hook up the 
sensor using the supplied 02 sensor extensions.

12. Install the Appropriate JBA Y Pipe for your application, or custom build one to suit.

13. Re-connect battery cables.



Parts List:  (1) Driver side header   (6) 3/8-16 X 1 1/4” bolts
	 	 (1)	Passenger	side	header		 	 (2)	Head	flange	gaskets	 	 	
  (16) 8mm x 25mm bolts   (6) 3/8 lock washers
  (16) 8mm lock washers   (6) 3/8 nuts
  (2) 3 bolt collector gasket   (2) 02 sensor harness extensions

14. Recheck everything!

15.	Start	the	engine	and	let	it	warm	up.	Check	for	leaks.	Shut	engine	off	and	let	it	cool	down.	
Check to make sure all fasteners are tight.

16. All tubular headers require maintenance including periodically checking and retightening of 
the header bolts.


