
Installation Instructions & Warranty Information
D317 ~ 1962 – 67 Chevrolet Nova/Chevy II

265-400 Small Block
Fits with OE suspension & TCI style front Clip

Long Tube Headers
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NOTE: These full length headers are designed to be used with the small bellhousing 153 tooth 
flywheel combination and stock starter. If you are going to use them with a large bellhousing 
and 168 tooth flywheel, you need to use a mini starter such as PerTronix Contour S3000P or 
S3000B

DISASSEMBLY
1. Remove spark plug wires and spark plugs. 
2. Remove the alternator/generator and air conditioning compressor if so equipped.
3. Remove the Stock Exhaust system and exhaust manifolds from the engine
4. Remove the starter motor.
5. Remove the engine dipstick and the shifter linkage if column shifted automatic.
6.	 Remove	Clutch	linkage	if	floor	stick	shift	car	(will	not	work	with	column	shift	manual	trans)
7. Remove the gaskets. Clean any gasket material or any deposits that remain on the head.



Passenger Side - 
1. Working from the top, slide the header through chassis and line the header up with the   
 cylinder head.
2. Place the gasket into position and start the bolts. After all the bolts are started, tighten the  
 bolts working from the center out.
3. Reinstall the starter motor.  

Driver Side – 
4.  Starting from Below, work the header up into the chassis and into position against the   
 cylinder head.
5. Place the gasket into position and start the bolts. After all the bolts are started, tighten the  
 bolts working from the center out.
6. Place the gasket into position and start the bolts. Start all the bolts except for the front two.  
	 Bolt	the	supplied	Doug’s	#7606	alternator	bracket	to	the	first	two	holes;	see	Illustration	B/C.		
 Tighten all header bolts working from the center out.
7. If your alternator/generator bracket is stamped steel, bolt it to the Doug’s bracket and aligned  
 as necessary. If your bracket is Cast Iron, you will need to modify it as shown in Illustration ‘C’  
 before bolting it on.
8. Re-install the Clutch or Transmission shifter linkage as removed.
9. Re-install the Engine dipstick
10. Re install spark plugs and wires.
11. Bolt the reducers to the header collectors using the supplied gaskets and hardware.
12. Connect the negative battery cable.



Parts List
1   Left side header   2 Header Reducers, 2 ½”
1   Right side header   2 Reducer Gaskets
2   Header gaskets   6 3/8-16 x 1 1/4” Collector Hex Head Bolts
10  3/8 – 16 X 1” Header Bolts  18  3/8” Internal Lock Washer 
2   3/8 – 16 X 1 1/4” Header Bolts 6 3/8-16 Hex Nuts
1   Alternator Bracket, H7606  2 Doug’s stickers


