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1. This header was designed for use with the GM Crate 572 engine or similar Tall Deck  
 block and heads
2.  For proper fit original Big Block motor mounts and stands Must be used. Small block or  
 universal mounts will not work and the headers will hit the steering.
3. If running power brakes the booster must be 9” or smaller.

Instructions
1. Remove spark plug wires and spark plugs.
2. Remove the old manifolds or headers and clean the cylinder head exhaust mounting surface.
3.	 It	is	recommended	to	remove	the	starter,	oil	filter,	power	steering	slave,	dip	stick,	and	clutch		
 linkage to ease header installation.
4. Support the engine by the oil pan with a block of wood and remove the driver’s side motor  
 mount bolt. Raise the driver’s side of the engine 2”. It may help to loosen the transmission  
 mount bolts as well.
5. From below, work the Driver’s side header up through the chassis into position. Install one  
 header bolt at each end to hold the header up but LEAVE LOOSE. 
7. Lower the engine back into position and tighten the motor mount and trans bolts. 
8. With the header still loose work the clutch linkage through the #3 & 4 tubes into position.



Parts List
1   Left side header   1 Right side header
2   Header gaskets   16 3/8 X 1” Header Bolts
22  3/8 Lock-washer   6 3/8-16 x 1 1/4” Collector Hex head bolts
6   3/8-16 Hex Nuts   2  Collector gaskets
2   Reducers   2 Doug’s Stickers

9.	 Reinstall	the	oil	filter,	dip	stick,	and	any	steering	that	was	loosened.
10. Slip the gasket in place and install all the header bolts and lock washers. Tighten evenly from  
 the center outwards.
11. From below slip the Passenger side header into position. Insert the gasket and install all the  
 header bolts and lock washers. Tighten evenly from the center outwards.
12. Reinstall the starter.
13.	 Alternator,	A/C,	and	power	steering	brackets	may	have	to	be	modified	to	work	with	a	tall	deck		
 motor with headers in these early cars.
14. Reinstall the spark plugs and wires, and reconnect the battery cable.


