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Pontiac 78-81 Firebird/Trans Am 77-79 Ventura/Phoenix/GTO
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Long Tube Headers
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NOTE: Air Conditioned cars will require separate purchase of air conditioning bracket. For Left Side 
mount use Doug’s part #H7608. Custom bracket required for right side mounted air conditioning.

DISASSEMBLY
1. Remove and mark all spark plug wires and then remove all spark plugs.  
2. Remove the Air conditioning Compressor, and Power Steering Pump only if mounted to the  
 exhaust manifold.
6. Remove the Clutch Linkage on stick shift cars, and transmission key interlock. On automatic  
 cars it may be easier to remove the column shift linkage as well.
7. Remove the Oil Dipstick Tube and the Oil Filter.
8. Remove the starter.
9. Disconnect the head pipes from the exhaust manifolds.
10. Remove the stock exhaust manifolds.
11. Remove the gaskets and any gasket material or any carbon deposits that remain on the head  
 surface. 



INSTALLATION
1. From below, work the driver’s side header up into position and loosely install 2 bolts.
2. Slip the gasket into position and start all the supplied header bolts and lock washers.
3. If the power steering is mounted to the left side, use the supplied spacer to mount the power  
 steering and the original manifold bolt. See Illustration A.
4. Because this is a large diameter tube racing header, Column Shifted models will require  
	 linkage	modification.	See	Illustration	B.	If	bending	the	cross	shaft	does	not	get	the	clearance		
	 you	need,	it	may	be	necessary	to	put	a	slight	dimple	in	the	header	as	well,	this	will	not	affect		
 performance.
5. Tighten the header bolts evenly starting from the center.
6. Starting from below, work the passenger side header up through the chassis into position. 
7. Hold the header in place with 2 bolts loosely installed
8. With the header loose, reinstall the starter motor. Make sure that the starter cables do not  
 contact the header tubes.
9. Slip the gasket into position and start all the supplied header bolts and lock washers.
10. Tighten the header bolts evenly starting from the center.
14. Install the reducers and determine the connection to the exhaust system.  
15. Reinstall Oil Filter, Oil Dipstick tube, and Clutch Linkage.   
16.	 Transmission	Key	Interlock	ma	not	fit	and	might	have	to	be	eliminated.																																	
17. Weld the reducers to the exhaust system and install them onto the headers utilizing the T Bolt  
 Band Clamps.
18. Install the spark plugs and connect the wires to the proper plug. Check to make sure that all  
 the wiring, brake lines, hoses, etc. are clear of the headers or any exhaust component.
19. Check the Oil level.
20. Connect the battery cables.



Parts List
1   Left Side Header   1 Right Side Header
2   Header Gaskets   2 3 1/2” Slip On Reducers
2   3 ½” T Bolt Band Clamps 12 3/8”-16 X 1” Header Bolts
18  3/8” Lock-Washers   1 ¾” Power Steering Spacer
2 Doug’s Sticker

Illustration A: Power Steering Spacer   Illustration B: Automatic Shift Linkage


