
Installation Instructions & Warranty Information
D330 ~ 1978-87 Buick Century, Regal, & Wagons

1978-87 Monte Carlo, Chevelle, Malibu, El Camino, & Wagons
1978-87 Grand Prix, Le Mans, Grand Am (78-81), Grand Le Mans

With Chevrolet 265-400 Small Block Engines
Long Tube Headers

REV. 4 2-75-21 DSL



DISASSEMBLY

1. Remove the Spark Plugs and Wires, Oil Dipstick Tube, Air Conditioning compressor, and  
 Power Steering Pump.
2. Remove the headpipes and catalytic convertors from the stock manifolds and push the pipes  
 out of the way
3. Remove the 6 manifold bolts from each manifold and remove the manifolds.
4. Remove the gaskets and any gasket material or any carbon deposits that remain on the            
 head surface.  The use of a gasket removal agent will ease the removal of any gasket   
 material.  
5. On Column shift models, remove the shift linkage, cross shaft, and cross shaft pivot.
6. Remove the driver’s side rear lower control arm bolt and reverse it so that it installs from the  
 rear to allow clearance on the header tube.



INSTALLATION

1.	 These	headers	have	one	tube	on	each	side	that	are	removable	and	are	a	slip	fit.	They	come	
with	the	flange	not	cut	completely	to	help	protect	the	header	during	shipping.	The	flange	needs	to	be	
cut to remove the tube before attempting installation.
2. Starting on the driver’s side from below, work the header up into position with the #4 tube 
removed.
3. Slip the gasket into position and start all the supplied header bolts and special lock washers, 
leaving them loose.
4. Cut a hole in the inner fender panel for the #4 tube to slip through. See Illustration A.
5. From below, slip the #4 tube into position, sliding the end into the main header and then 
starting the header bolts.
6. Check that everything lines up properly and that there is adequate clearance around the inner 
fender. Tighten all the header bolts evenly, starting from the center outward.
7. On Air conditioned models, cut the A/C bracket as shown in Illustration B and reinstall using 
the supplied spacer and stock stud bolt.
8. Starting from below, work the passenger side header into position with the #4 header tube 
removed.
9. Slip the gasket into position and start all the supplied header bolts and special lock washers, 
leaving them loose.
10. Cut a hole in the inner fender panel for the #4 tube to slip through. See Illustration A.
11. From below, slip the #4 tube into position, sliding the end into the main header and then 
starting the header bolts.
12. Check that everything lines up properly and that there is adequate clearance around the inner 
fender. Tighten all the header bolts evenly, starting from the center outward.
13. Reinstall the Spark plugs and wires, the oil dipstick tube, and power steering pump.
14. On column shift cars, modify the cross shaft pivot bracket as shown in Illustration C.
15.	 Reinstall	the	modified	bracket,	cross	shaft,	and	linkage.
16. Connect the negative battery cable.



Illustration A: Inner Fender Cut Out Illustration B: A C Compressor Bracket 

Illustration C: Transmission Cross Shaft Bracket 



Parts List
1 Left side header     1  Right side header
2 Header gaskets     10 3/8 – 16 X 1” Header Bolts
2 3/8 – 16 X 1 1/4” Header Bolts   18 3/8” Internal Lock Washer 
2 Header Reducers, 2 ½”     2 Reducer Gaskets
6 3/8-16 x 2 ½” Collector Hex Head Bolts  6 3/8-16 Hex Nuts
1 Alternator Bracket, H7606   2 Doug’s stickers


