
Installation Instructions & Warranty Information
D3337, D3341 ~ LS1-LS-7 SWAP W/ SL100 mounts

67-69 Chevrolet Camaro 69-74 Chevy II, Nova
67-69 Pontiac Firebird, TA

73-74 Buick Apollo 73-74 Olds Omega
74 Pontiac GTO, 71-74 Phoenix & Ventura

Long Tube Headers

REV. 6 2-21-21 DSL





DISASSEMBLY / ASSEMBLY
1. Remove bolts from headpipe to exhaust manifolds.
2. Note the spark plug wire locations and remove them from the spark plugs. 
3. Remove spark plug wire looms, plugs and any brackets attached to the manifolds.
4. Disconnect the O2 sensor wiring.
5. Remove the O2 sensors.
6. Remove the oil dipstick and tube.
7. Remove both exhaust manifolds.
8. Remove the starter.
9. Clean the sealing surface of any old gasket material or carbon build up.
10.	 Remove	the	oil	filter.

RIGHT SIDE:

1. Starting from below, work the header and gasket up through the chassis into position.
2. Apply anti-seize to all header bolts being used. Start all header bolts.
3.	 Tighten	all	header	bolts	evenly	(most	restricted	first).
4. Reinstall the right-side spark plugs, wire looms, starter and dipstick tube and dipstick.
5. Install the slip-on reducer and band clamp.
6. Cut the old exhaust pipe and weld as necessary to the new reducer.
7. Reinstall the O2 sensor.
8. Reconnect the O2 sensor to the O2 harness with the supplied extension.

LEFT SIDE:

1. Starting from below, work the header and gasket up through the chassis into position.
2. Apply anti-seize to all header bolts being used. Start all header bolts.
3.	 Tighten	all	header	bolts	evenly	(most	restricted	first).
4.	 Reinstall	the	oil	filter.
5. Reinstall the left side spark plugs, wire looms and any brackets.
6. Install the slip-on reducer and band clamp.
7. Cut the old exhaust pipe and weld as necessary to the new reducer.
8. Reinstall the O2 sensor.
9. Reconnect the O2 sensor to the O2 harness with the supplied extension.
10. Connect the negative battery cable.
 



PARTS LIST:
1   Left side header     1 Right side header
2   Header gasket     2 Slip-on reducer W/O2 sensor
2   Band clamp     12 Bolt, header, M8-1.25 x 22
12  Lock washer, 3/8”     2 O2 Sensor extension


